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<Start of first modified section>
4.6.3
Radio resource control information elements
<unchanged tables skipped>
–
PTRS-UplinkConfig
Table 4.6.3-83: PTRS-UplinkConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PTRS-UplinkConfig ::= SEQUENCE {
	
	
	

	  transformPrecoderDisabled SEQUENCE {}
	Not present
	
	

	  transformPrecoderDisabled SEQUENCE {
	
	CP-OFDM
	CP-OFDM

	    frequencyDensity
	Not present
	
	

	    timeDensity
	Not present
	
	

	    maxNrofPorts
	n1
	
	

	    resourceElementOffset
	Not present
	
	

	    ptrs-Power
	p00
	
	

	  }
	
	
	

	  transformPrecoderEnabled SEQUENCE {
	
	DFT-S-OFDM
	

	    sampleDensity SEQUENCE (SIZE (5)) OF INTEGER {
	
	
	

	      INTEGER[1] 
	1
	
	

	      INTEGER[2] 
	8
	
	

	      INTEGER[3] 
	32
	
	

	      INTEGER[4] 
	32
	
	

	      INTEGER[5] 
	108
	
	

	    }
	
	
	

	  timeDensityTransformPrecoding
	Not present
	
	

	  }
	
	
	

	}
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