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	Reason for change:
	To align the IE PDCCH-ConfigCommon with core specification updates.

“ID of the search space for SIB1 message. In the initial DL BWP of the UE’s PCell, the network sets this field to 0. If the field is absent, the UE does not receive SIB1 in this BWP.”
According to TS 38.331, if pagingSearchSpace is not included, the UE does not receive Paging. This is also in accordance with TS 38.304 clause 7.1.

A value needs to be included in the initial BWP in PDCCH-ConfigCommon to be able to page the UE in RRC_IDLE.

Core specification source: 38331-f40.
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<Start of first modified section>

–
PDCCH-ConfigCommon
Table 4.6.3-73: PDCCH-ConfigCommon

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDCCH-ConfigCommon::= SEQUENCE {
	
	
	

	  controlResourceSetZero
	ControlResourceSetZero
	
	

	  commonControlResourceSet
	ControlResourceSet
	
	

	  searchSpaceZero
	SearchSpaceZero
	
	

	  commonSearchSpaceList SEQUENCE(SIZE (1..4)) OF {
	1entry
	
	

	    SearchSpace[1]
	SearchSpace with condition CSS
	
	

	  }
	
	
	

	  searchSpaceSIB1
	0
	
	

	
	Not present
	
	EN-DC

	  searchSpaceOtherSystemInformation
	Not present
	
	

	  pagingSearchSpace
	0
	
	

	
	Not present
	
	EN-DC

	  ra-SearchSpace
	SearchSpaceId with condition CSS
	
	

	}
	
	
	


	Condition
	Explanation

	EN-DC
	E-UTRA-NR Dual Connectivity
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