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	Title:

	Correction to DC HSUPA TCs 7.1.9.1, 7.1.9.2 and 7.1.9.5.

	
	

	Source to WG:
	Keysight Technologies UK

	Source to TSG:
	R5

	
	

	Work item code:
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	Category:
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	Release:
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	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
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	Reason for change:
	While configuring MAC layer in DC-HSDPA configuration, the Logical channel mapping has incorrect RB ID which needs to be corrected to avoid RB ID mis-match in up Link and down Link, also the RRCConnectionRelease path is missing in postamble which needs to be added.

	
	

	Summary of change:
	Added the missing RRCConnectionRelease path in postamble part of the DC HSUPA TCs and corrected the RB ID in DC-HSDPA configuration for 7.1.9.2 and 7.1.9.5.

	
	

	Consequences if not approved:
	A conformant UE will fail the testcase.

	
	

	Clauses affected:
	7.1.9.1, 7.1.9.2, 7.1.9.5.
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	Other comments:
	


Change 1
	Object name 
	ts_RRC_RB_SetUpA25c_MACiis_TM_SIConf_7_1_9_2And5

	Reason for change
	While configuring MAC layer in DC-HSDPA configuration,.the Logical channel mapping has incorrect RB ID ‘’RB25’’, this needs to be corrected by using RB ID ‘’tsc_RB_DTCH_E_DCH_MAC1’’ which is the Special RB ID used for DTCH configured in TM mode for MAC test cases.

	Summary of change
	Changed the RB ID in the logical channel mapping to ‘’tsc_RB_DTCH_E_DCH_MAC1’’ by creating a new test step ‘’ts_SS_HS_DSCH_PDSCH_Cfg_DCU_SRB_r9_7_1_9_2And5’’ as the existing test step ‘’ts_SS_HS_DSCH_PDSCH_Cfg_DCU_SRB_r9’’ is used by other test cases as well.

	Module
	

	MCC160 Comments
	


Before change: 

[image: image1.emf]


After change: 
[image: image2.emf]


	

	


Change 2
	Object name 
	ts_SS_HS_DSCH_PDSCH_Cfg_DCU_SRB_r9_7_1_9_2And5

	Reason for change
	This new test step corrects the Logical channel mapping by using RB ID ‘’tsc_RB_DTCH_E_DCH_MAC1’’ (instead of RB25) while configuring MAC layer in DC-HSDPA configuration, to avoid the RB ID mis-match in up Link and down Link.

	Summary of change
	RB ID changed to tsc_RB_DTCH_E_DCH_MAC1.

	Module
	

	MCC160 Comments
	


Before change: 
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After change: 
[image: image4.emf]


	


Change 3
	Object name 
	po_ConnectionAndSS_Rel_r9

	Reason for change
	cell_E_HS_2TM and cell_E_HS_TM cell states are missing because of which RRC connection is not released which needs to be corrected.

	Summary of change
	Added the missing cell states so that the rrc connection is released for DC HSUPA TCs 7.1.9.1,7.1.9.2 and 7.1.9.5 as well.

	Module
	

	MCC160 Comments
	


Before change: 
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After change: 
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Change 4
	Object name 
	ts_SS_Rel_r9

	Reason for change
	Condition for cell state cell_E_HS_TM is missing in this test step which needs to be added for releasing local SS configuration in case of this cell state.

	Summary of change
	Added the missing cell state cell_E_HS_TM and its corresponding handling.

	Module
	

	MCC160 Comments
	


Before change: 
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After change: 
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