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	Reason for change:
	Some tests are failing in case the function is called with omitted parameter. 

Added checked to avoid such as problem.
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Change 1 

	Function name
	f_EUTRA_ARFCN_Value_v9e0

	Reason for change
	Some tests are failing in case the function is called with omitted parameter. 

Added checked to avoid such as problem.
Example: f_TC_13_4_1_3_EUTRA -> f_EUTRA_RRCConnectionReconfiguration_MeasConfig -> f_ReturnMeasObjectToAddModList_2Entries_v9e0 -> f_EUTRA_ARFCN_Value_v9e0 -> f_EUTRA_ARFCN_Value_v9e0(omit)

	Summary of change
	Checking that parameter is not empty.

	TTCN module
	Common\EUTRA\EUTRA_AuxiliaryFunctions.ttcn

	MCC160 Comment
	


Before change

  function f_EUTRA_ARFCN_Value_v9e0(template(omit) ARFCN_ValueEUTRA_r9 p_ARFCN_ValueEUTRA_r9) return template(omit) ARFCN_ValueEUTRA_v9e0

  {

    var template(omit) ARFCN_ValueEUTRA_v9e0 v_ARFCN_ValueEUTRA_v9e0 := omit;

    if (valueof(p_ARFCN_ValueEUTRA_r9) >= maxEARFCN) {

      v_ARFCN_ValueEUTRA_v9e0 := p_ARFCN_ValueEUTRA_r9;

    }

    return v_ARFCN_ValueEUTRA_v9e0

  }

}
After change

   function f_EUTRA_ARFCN_Value_v9e0(template(omit) ARFCN_ValueEUTRA_r9 p_ARFCN_ValueEUTRA_r9) return template(omit) ARFCN_ValueEUTRA_v9e0

  {

    var template(omit) ARFCN_ValueEUTRA_v9e0 v_ARFCN_ValueEUTRA_v9e0 := omit;

    if (isvalue(p_ARFCN_ValueEUTRA_r9)){  

      if (valueof(p_ARFCN_ValueEUTRA_r9) >= maxEARFCN) {

        v_ARFCN_ValueEUTRA_v9e0 := p_ARFCN_ValueEUTRA_r9;

      }

    }  

    return v_ARFCN_ValueEUTRA_v9e0

  }

}
