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	Clarification on network capability retrieval OSA requirement.

OSA SCS-s are always under the control of the home network operator, and it makes no sense to fetch the OSA version supported in the visited network. It makes no sense either to retrieve the list of Service Capability Servers supported by the visited network.

On the other hand, some capabilities supported and advertised by the home network and which the application is allowed to access may not be available for the application at runtime, for example when the user is roaming in a network which does not supported those capabilities. 

Therefore, it may be useful for an OSA AS to retrieve, via an OSA SCS, the reason why network capabilities are not available for a specific user at runtime (e.g., due to roaming restrictions) and in case the user is roaming, to get more information about the visited network. 
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13.3.6
Functions for retrieval of Visited Network Capabilities 

OSA applications make use of network capabilities offered through the abstraction of the service capability features. As a user may be served by network capabilities in a VPLMN, applications may benefit from knowing the differences that exist between the home and visited network capabilities. Such information may provide the ability for an application to tailor its behaviour according to the capabilities of the visited network. 
The functions for retrieval of Visited Network Capabilities shall enable the application to obtain information about the network capabilities of the visited network serving a subscriber.

The information provided to the application shall contain the following, if available:

-
Available network toolkits, including level of support (e.g. CAMEL Phase X)  

 
-
Supported Network access, (e.g. GPRS, CS, IMS), and in case of no support, detailed information (unknown support, roaming not allowed, …).
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