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Modified Clause 5.4

5.4
Management requirements

The following management requirements shall be supported for the presence service:

a)
Access to the presence service


The presentity shall have the ability to accept or reject a request for presence information on a per watcher basis, with the option:-

i)
once only per watcher (e.g. set up access rules for known watcher, groups of watchers, anonymous watcher-subscriptions, etc.), 

ii)
for each presence information request (e.g. for watchers that are unknown or not set up in the current access rules).

iii)
it shall be possible for the presence service to make access control decisions on behalf of the presentity (e.g. when the presentity is out of contact) subject to the principal’s privacy

b)
Watcher-subscription to a presentity's presence information

i)
an entity shall be able to watcher-subscribe to the presence service at any time, i.e. to request notification from the presence service of (future) changes in a presentity's presence information, subject to the principal’s privacy. Note, that by this watcher-subscription the entity becomes a subscribed-watcher.

ii) subscriptions are soft-stated. The subscribed-watcher shall be able to refresh a watcher-subscription to the presentity’s presence information at any time.  A watcher-subscription refreshes overwrite an existing watcher-subscription for the same presentity, subject to the presentity's access rules – the duration of a watcher-subscription starts from the time it is accepted.

iii)
the subscribed-watcher shall be able to cancel his watcher-subscription to a presentity's presence information at any time.  Whenever a subscribed-watcher withdraws its watcher-subscription from a presentity’s presence nformation, the subscribed-watcher shall no longer be receiving notifications regarding the presentity’s presence information.

iv)
an unauthorised third party shall not be able to cancel a subscribed-watcher's watcher-subscription to a presentity's presence information

c)
Supplying data to, and requesting data from, the presence information


When supplying data it shall be possible to update only part of the presence information. 
It shall be possible to request the current value of presence information data on demand at any time (i.e. a fetcher) or on a periodic basis (i.e. a poller) subject to principal’s privacy, or to be notified of subsequent changes in presence information data (except when such notification is prevented by access rules), and:-

i)
it shall be possible to inform the presentity of watcher-subscription requests

ii)
it shall be possible to report existing watcher-subscriptions to the presentity (on request or periodically)

iii)
the subscribed-watcher shall be able to determine the status of his watcher-subscription to that presentity's presence information, at any time.  

iv)
it shall be possible for the presentity to request the watcher information

v) 
it shall be possible for the watcher and/or presentity to withhold their identifier

vi)
if the subscribed-watcher so chooses, the subscribed-watcher's watcher-subscription to a presentity's presence information shall not be revealed to other watchers.

vii) It shall be possible for a watcher to define which parts of a presentity's presence information it receives, subject to the principal’s privacy requirements.
viii) it shall be possible for a watcher to define to which presence information attributes the notification of change shall apply (subject to the principal’s privacy). For example, the watcher may ask to receive the status and the location information, but she only wants to be notified whenever the status changes. No notification will be issued if the location information changes.
Note:
the last two requirements may be new requirements which should perhaps be added to the CPIM recommendation

d)
User availability and mobility


The presence service shall continue to be supported if the environment into which the user has moved supports presence service.  The presence service shall take into account changes in the availability of users (e.g. the user is out of contact or not reachable, despite having activated his presence) or his mobility (e.g. wherever he may be in his home environment or in a visited network).

e)
Not used

f)
Access to presence service

i) it shall be possible for the presence service to accept presence information from a presentity at any time

ii) it shall be possible for the presence service to accept requests from, and provide presence information to, an authorised watcher at any time

h)
Principals, which are 3GPP Subscribers


If a 3GPP subscriber is a principal to one or more Presentities and/or Watchers her preferences, settings and personalisation data (e.g. access rules) which are not part of the presence information shall be part of her VHE User Profiles [2].
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