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Reason for change:
(

The configuration parameters are currently stored in the ME, if the user wants to attain service, those parameters must configured manually.

The purpose of this CR is to provision these parameters in the SIM/USIM. In this way the operators could provide the configuration parameters of their services dynamically thus improving the user experience. Moreover, the presence of the configuration parameters in the SIM/USIM will enable the user to change terminal without having to re-configure it.

The parameters stored in the SIM/USIM override any configuration parameters already stored in the terminal.




Summary of change:
(

Allow configuration parameters of the MMS service to be stored in the SIM/USIM.




Consequences if 
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not approved:
The user must configure manually MMS service each time he changes terminal or network operator.
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5.1
Multimedia message management

-
Terminal-sensitive MM management


The MMS shall be able to support the capability for the terminal and network to take account of the capability of the user's terminal (e.g. deliver a MM / notification in a manner compatible with the terminals capability).

-
Terminal status-sensitive MM Management


The MMS shall be able to support the capability of the network to take account of the availability, changes of the state of availability of the terminal (e.g. store messages if the recipient is not available).
· Storage of configuration elements on the SIM/USIM
The MMS configuration information shall be possible to be retrieved from the SIM/USIM. This information shall include MMS Relay/Server URI and any provisioning information needed to access the service. When there is provisioning information on the SIM/USIM, this has priority.
-
MMS Control by the operator


The MMS shall be able to support a request from the operator to enable/disable MM delivery and submission.

-
MMS Control by the user


The MMS shall be able to support a request from the user to enable/disable MM delivery and submission.


This requirement shall be supported at the application layer in the terminal, and will not be further elaborated.
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