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**************************************************start of change************************************************

6.1.1
Overview of ProSe direct discovery in network coverage

The Direct Discovery in network coverage feature in clause 5.2 and 5.3 of TS 23.303 [2] describes several procedures applicable for open discovery, model A. 
They are the following:

1.
The Service Authorization procedure: The UE contacts the ProSe Function(s) in the HPLMN in order to obtain authorization to use direct discovery in the various PLMNs. This step also includes the ability of the HPLMN to revoke authorization via a push message. 

2.
The Discovery Request procedure: This allows an announcing or a monitoring UE to obtain the necessary configuration information to be able to announce a code or monitor for codes in a particular PLMN. Among other things, the configuration information includes the ProSe Application Codes to be announced or Discovery Filters to be monitored for.

3.
The Discovery procedure: The ProSe App Code is announced by the announcing UE and received by the monitoring UE.

4.
The Match Report procedure: This allows a ProSe App Code received by the monitoring UE to be checked and confirmed by the network. As part of this procedure the network provides the UE with the ProSe Application Id Name of that code and possibly the meta-data corresponding to that ProSe Application ID Name. 
The similar procedures are also used for model A and B restricted discovery (see TS 23.303 [2] for more details). In Model B, a Discoverer UE announces ProSe Query Code, and a Discoveree UE announces ProSe Response Code.
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