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Abstract of the contribution: Resolving editor’s note in Clause 6.13.3. 
1. Introduction
This contribution resolves the following editor’s note in Clause 6.13.3:

Editor’s Note: Depending on the final security solution, the last feature might not be required.

Editor’s Note: The proposals might need to be revised depending on the progress in other working groups.

The solution in 6.13 is not expected to be updated. It is also proposed to convert the first editor’s note into a note and delete the second editor’s note.
2. Proposed Changes
***************Start of Change 1****************
6.13.3
Description of the solution


In region where strong privacy rules apply, it is proposed to operate V2V/V2I communication solely over the P5 interface in autonomous mode. For IP based communication, it is proposed that the source IP address is randomized and regularly changed for example as specified in RFC 3041. 

In addition, it is proposed that the source Layer-2 ID is randomized and regularly changed as well. In particular, for IP based communication, both layer identifiers need to be changed simultaneously.

In case pseudonyms are used in the V2X application layer, it is proposed that the identifier changes in the underlying transport layers (IP and Layer-2) are synchronized with the changes of the application pseudonyms.

Note: Use of pseudonyms in the V2X application layer is outside the scope of 3GPP.


***************end of Change 1****************
3. Conclusion
SA3 is kindly requested to accept the changes proposed in section 2 to the TR 33.885.
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