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9.7
Authentication-related services provided by UDM


9.7.1
General
UDM provides within Nudm_UEAuthentication service all authentication-related service operations, which are Nudm_UEAuthentication_Get (clause 9.7.2.1) and Nudm_UEAuthentication_ResultConfirmation (clause 9.7.2.2). 
The complete list of UDM services is defined in TS 23.501 [2], clause 7.5.1, and further refined in TS 23.502 [8], clause 5.2.3.1.


	
	
	
	

	
	
	
	

	
	
	
	


9.7.2
Nudm_UEAuthentication_Get service operation

Service operation name: Nudm_UEAuthentication_Get

Description: Requester NF gets the authentication data from UDM. For AKA based authentication, this operation can be also used to recover from synchronization failure situations. If SUCI is included, this service operation returns the SUPI. 

Inputs, Required: SUPI or SUCI, serving network name.

Inputs, Optional: Synchronization Failure indication and related information (i.e. RAND/AUTS).

Outputs, Required: Authentication method and corresponding authentication data for a certain UE as identified by SUPI or SUCI input.
Outputs, Optional: SUPI if SUCI was used as input. 

9.7.3
Nudm_UEAuthentication_ResultConfirmation service operation

Service operation name: UEAuthentication_ResultConfirmation

Description: Requester NF informs UDM about the result of an authentication procedure with a UE. 

Inputs, Required: SUPI, timestamp of the authentication, the authentication type (e.g. EAP method or 5G-AKA), and the serving network name.

Inputs, Optional: None. 

Outputs, Required: None. 

Outputs, Optional: None. 
