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9.5
Summary

Following discussion in SQ at SA4#106, we provide an initial suggestion for adapting interface descriptions from TS 26.132 to the ATIAS context (immersive audio). The primary target for the figure is conversational audio, it remains to be seen whether a different figure is needed for non-conversational cases. The figure is editable (Visio format), for further refinement within the work item.
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NOTE :
Connection to PSTN should include electrical echo control (EEC).

Figure 1: Interfaces for specification of terminal acoustic/audio characteristics. The application of ambient sound/noise is separately specified for each test case, where applicable. [Editor’s note: existing text and figures in TS 26.260 should also be considered]
· Pose: Orientation of the listener or device. This is e.g. used when the audio processing (such as head-related transfer function) is modified based on a head tracker.
· Acoustic reference points (of head and torso simulator representing the user of the UE):

· ERP/DRP…: ear reference point or eardrum reference point (with or without diffuse-field correction) 
· MRP: mouth reference point

· Electrical reference points:

· ELRRP: electrical receive reference point of the UE. This may be analogue or digital, it may consist of multiple channels.

· ELSRP: electrical send reference point of the UE. This may be analogue or digital, it may consist of multiple channels.

· POI: point of interconnect to PSTN.

[Editor’s notes:
1) Regarding the pose, spherical coordinates are already defined in TS 26.260 clause 3.1, this could possibly be referenced here or elsewhere.

2) The abbreviations section of the spec should also include the terms listed above

3) Since POI:s are currently only in mono, this refence point may need to be redefined/replaced considering immersive audio]
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