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1. Overall Description:

RAN2 has discussed certain aspects related to EVS codec rates to be supported over UTRAN CS, in particular pertaining to radio capacity benefits and impacts. The following recommendations have been agreed:
- It would be beneficial to define a default EVS mode set including EVS codec rates from 5.9VBR to 13.2 kbps, targeting similar spreading factors as current deployed codecs;
- It would be beneficial to define a configuration with very low data rate in order to maximize CS voice radio capacity. In particular, it would be preferable to add an EVS configuration including the EVS 5.9 VBR mode only (allowing a high DL spreading factor, e.g. SF256). 
It remains FFS whether and which AMR IO modes should be included as part of the above configurations, based on further analysis of error protection schemes and RAB subflows impacts.  
Note: It is understood that, for source controlled variable bit rate at 5.9 kb/s (average gross bit rate), VBR coding of active speech can be composed of per-frame gross bit rates of 2.0, 2.8, 4.0, 5.6, 7.2, 8.0 kb/s.
2. Actions:

ACTION: 
RAN2 asks SA4 to take the above recommendations into account for the definition of EVS mode sets to be supported over UTRAN CS. 

3. Date of Next RAN2 Meetings:

RAN2 Meeting #90 
25th – 29th May 2015
Fukuoka, Japan

RAN2 Meeting #91
24th – 28th August 2015
Beijing, China

