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1
Decision/action requested

Discuss and approve the text proposal.
2
References

[1]
Draft TR 28.801: "Study on management and orchestration of network slicing for next generation network v1.0.0".
3
Rationale
In TS 22.261, the 5G system has the following capability:
Based on operator policy, a 5G network shall provide suitable APIs to allow a 3rd party to create, modify and delete network slices used for the 3rd party.

After a 3rd party has created a customized network slice, the monitoring capability is necessary for the 3rd party to gain an overview monitor on the current state of the slice to learn the status of network serving for them and ensure the quality of their applications. Furthermore, the operator may charge the 3rd party for the slice the 3rd party used, and then it is important to allow the 3rd  party to learn the state of slice to ensure they gain the slice service provided by the operator which are charged for. The state may include the following aspects:

1. The UE related information, e.g. the number of UEs access the 3rd party slice.

2. The state of services the slice provides, e.g. the types of services, creation and deletion of a certain service.

3. The load of the slice, e.g. the utilization of the virtual resource.

In TR 22.801, use case 5.18 has come to the consensus that operators will need to extend the current service management offers into limited level of management exposures in network and infrastructure, which the management exposure is agreed by both operator and the customer. So some performance of the created specific network slice instance should also be exposed to the customer. Therefore, this contribution proposes to add requirement on monitoring performance which is not covered by existing discussions.
4
Detailed proposal

It is proposed to add the corresponding requirements to the TR 28.801 [1]. 
	1st changes


6.8
Monitor Performance related requirements

REQ-NSM_PM-CON-05
The NSMF shall support creation and management of measurement jobs for the network functions in a NSSI.

REQ-NSM_PM-CON-06
The NSMF shall support a method to indicate the NSI being measured when creating and managing measurement jobs for the network functions.
REQ-NSM_PM-CON-07
The NSMF shall support reception and handling of the performance measurement data from NSSIs 

REQ-NSM_PM-CON-08
The NSMF shall provide a method for monitoring and collection of performance measurement data from the NSSI aggregated per QoS level, aggregated per service supported by the NSI and aggregated per NSIs. 

REQ-NSM_PM-CON-09
The NSMF shall be able to generate performance data of a NSI based on performance measurement data related to NSSIs.

REQ-NSM_PM-CON-10
An operator’s management system shall be able to report agreed upon management data (e.g., performance data of a network slice or NSSI) to another operator’s management system. See NOTE 1 and NOTE 2.
NOTE 1: See clause 5.19 for the related use case.

NOTE 2: The agreement between operators is currently considered out of scope of 3GPP SA5.

REQ-NSM_PM-CON-11 The NSMF should have the capability of exposing the limited level of monitoring parameter to the customer which is agreed by operator.
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