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1
Decision/action requested

The group is asked to discuss the proposal.
2
References

[1]
3GPP TR 32.864 “Study on management aspects of virtualized network functions that are part of the New Radio (NR)”
3
Rationale

The scope of TR 32.864 [1], as shown below, states that it is necessary to study the relation between the virtualized network functions that are part of the NR and the core networks.
The management use cases and requirements for the virtualized network functions that are part of the NR, and their relations with non-virtualized part of the RAN and the core networks.
Therefore, this pCR proposes a use case to establish the relation between VNF that is part of CN and VNF that is part of gNB.
4
Proposal
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4.x.1
Establishment of relation between the CN NF and the gNB
4.x.1.1 
Issues
The reference point between the CN NF and the gNB needs to be managed. So it is necessary to allow operator to establish the relation, which is the management view of the reference point, between the CN NF and the gNB.
4.x.1.2 
Pre-conditions

-
The VNF that is part of the CN has been instantiated.

-
The virtualized part of the gNB has been instantiated and the non-virtualized part of the gNB has been deployed.

- 
The relation between the CN NF and the gNB has not yet been established.

4.x.1.3 
Description

NM requests EM to establish the relation, which is the management view of the reference point, between the CN NF, and the gNB through configuration.

EM configures the CN NF, and/or the gNB to establish the relation.
Editor’s Note: whether the CN NF needs to be configured depends on RAN WG3 conclusion.
EM responds to NM to indicate that the relation has been established.
4.x.1.4 
Post-conditions

The relation between the CN NF, and the gNB has been established.
	Next Modified Section


5.1
Configuration management
REQ-VRAN_Mgmt_CM-CON-1 3GPP management system should be able to configure the relation between the virtualized part and non-virtualized part of a gNB.

REQ-VRAN_Mgmt_CM-CON-x 3GPP management system should be able to configure the relation between the CN NF, and the gNB that contains virtualized part and non-virtualized part.
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