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Rationale

Provide clarification that the concept of Network slice subnet instance (NSSI) is introduced for the purpose of NSI life cycle management. 
Add notion of NF shared by two or mopre NSSIs.
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Detailed proposal
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4.3
Network slice subnet concepts

The concept of Network slice subnet instance (NSSI) is introduced for the purpose of NSI life cycle management. For example, for instantiation of a NSI that contains RAN and CN components, these components can be defined and instantiated as two NSSIs: NSSI1 (RAT1) in RAN and NSSI3 in CN. Then the targeted NSI will be instantiated by combining the NSSI1 and NSSI3. Combining NSSI3 with another RAN NSSI, denoted NSSI2 (RAT2), another NSI can be instantiated.
Some of the concepts of a network slice subnet are: 

-
A network slice subnet instance (NSSI) constituent may include NF(s) and other NSSI(s).

-
A NSSI may be shared by two or more NSIs, this is called a shared constituent of NSI.

-
A NF may be shared by two or more NSSI(s), in which case it is called a shared constituent of NSSI.
-
A NSSI may be shared by two or more NSSI(s), this is also called a shared constituent of NSSI.
-
An NSSI that is dedicated to one NSI and is not shared as a constituent by two or more NSSI(s) is called a non-shared NSSI.
-
An NSSI may contain CN functions only or AN functions only or both CN functions and AN functions.
-
The resources comprise physical and logical resources. In case of virtualization, virtualization resources may be used.
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