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1
Decision/action requested

Discuss and approve the text proposal
2
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3
Rationale

In clause 4.10 in TR 28.801[2], the CSMF (Communication Service Management Function) is described as follows:

-
Communication Service Management Function (CSMF):
-
Responsible for translating the communication service related requirement to network slice related requirements.
-
Communicate with Network Slice Management Function (NSMF).

In clause 4.2.2 in TR 28.801 [2], the relation of communication service and NSI is described as follows:

Assumption No. 1: An NSI may support zero or more communication services

Assumption No. 2: A communication service (refer to clause 4.8) may be served by one or more (e.g. in case of communication service bundle fulfilled through more than one PDU connectivity service) NSIs, possibly with different characteristics.
As mentioned above, TR 28.801 only describes the scenario of communication services provided by network slice instance. However, in 5G, communication service also can be provided by non-slicing network.

This contribution is proposed to add use case for management and orchestration of communication service which is provided by slicing network and / or non-slicing network.
4
Detailed proposal

It is proposed to make the following changes to draft TS 28.800 [1].
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5.X
Use case of management and orchestration architecture for management of communication services
5.X.1
Introduction 

Communication services can be provided by slicing network or non-slicing network.
5.X.2
Pre-conditions

The operator wants to use mobile network to provide communication service to its customer.
5.X.3
Description
The customer sends communication service related requirements to operator's management system.

The operator's management system translates the communication service related requirements to network related requirements. The information indicating whether the required network is slicing network or non-slicing network may be included in the network related requirement. 

Based on the network related requirements, the operator's management system decides to use slicing network or non-slicing network.
· In case using slice network, the network management function trigger network slice management and orchestration which is described in Clause 5.2.

· In case using non-slice network, the network management function trigger 5G-RAN and 5GC management and orchestration which is described in Clause 5.4.
5.X.4
Post-conditions
The slicing network or non-slicing network is deployed to provide communication services.
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