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1
Decision/action requested

Discuss and approve the text proposal.
2
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3
Rationale

Based on the output of TR 28.801 [1], it is proposed to add definitions of network slice subnet and network slice subnet instance in the new draft specification TS 28.530 which is the TS output of the new SA5 approved WI [2].
4
Detailed proposal
It is proposed to make the following changes to draft TS 28.530 [3].
	1st modified section


3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
Network slice subnet: A set of network functions and the required resources (e.g. compute, storage and networking resources) which is utilized as a part of network slice.

Network slice subnet instance: A set of network function instances and the required resources (e.g. compute, storage and networking resources) which is utilized as a part of network slice instance.
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4
Background and concepts
4.Y
Managed Network slice subnet concepts
Managed Network Slice Subnet (MNSS) is the Managed Object Class representing the management aspects of Network Slice Subnet. The Managed Network Slice Subnet concepts include the following aspects:

-
A Managed Network Slice Subnet Instance (MNSSI) constituent may include NF(s) directly and other constituent MNSSI(s).

-
An MNSSI may be shared by two or more MNSIs, this is called a shared constituent of MNSI.

-
An MNSSI may be shared by two or more MNSSI(s), this is also called a shared constituent of MNSSI.

-
An MNSSI that is dedicated to one MNSI and is not shared as a constituent by two or more MNSSI(s) is called a non-shared MNSSI.
-
An MNSSI may contain CN functions only or AN functions only or TN functions only or any combination thereof.
-
An MNSSI may additionally have a set of links with capacities to provide connection between NFs.
-
The resources used by an MNSSI comprise physical and logical resources. In case of virtualization, virtualization resources may be used.
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