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Rationale

Add requirements and potential solutions for CQI and TA distribution related measurements. In view of the difference in L1 operations between eMTC UEs and non-eMTC UEs, CQI distribution can significantly differ between these two UE categories. TA distribution can be different because of difference in locations of these two categories of UEs.
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Detailed proposal
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5.11

Potential requirements for paging related measurements
The network management system should be capable of collecting paging related measurements separately for eMTC UEs and non-eMTC UEs.
5.N

Potential requirements for CQI and TA distribution related measurements
The network management system should be capable of collecting CQI and TA distribution related measurements separately for eMTC UEs and non-eMTC UEs.
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6.10

Solution for paging related measurements
The network management system should be capable of collecting at least the following Paging related measurements defined in the TS 32.425 [2], separately for eMTC UEs and non-eMTC UEs:
-
Number of paging records discarded at the eNodeB

-
Number of paging records received by the eNodeB
NOTE. It is valid only for the case when the eNB and MME implementation and configuration enable reception of UE category from the MME as a part of the Paging IE.
6.N

Solution for CQI and TA distribution related measurements
The network management system should be capable of collecting at least the following CQI and TA distribution related measurements defined in the TS 32.425 [2], separately for eMTC UEs and non-eMTC UEs:
-
Wideband CQI distribution
-
Average sub-band CQI
-
Timing Advance Distribution
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