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	First modified section


4.3.1.3
Attribute constraints

	Name
	Definition

	fqBand CM Support Qualifier
	Condition: EUTRAN is supported, only one EUTRAN frequency band is supported, and eUTRANFqBands is not used.

	eUTRANFqBands CM Support Qualifier
	Condition: EUTRAN is supported, and fqBand is not used.


	2nd modified section


4.4
Attribute definitions

4.4.1
Attribute properties

	Attribute Name
	Documentation and Allowed Values
	Properties

	
	
	

	nRFqBands

	This is the list of NR frequency bands supported by the hardware associated with the SectorEquipmentFunction.

The arfcnDl and arfcnUl of the NRSectorCarrier must be assigned with value within one of the specified nRFqBands values – if the attributes on NRSectorCarriers are set.
The arfcnDl and arfcnUl of the NRCellDU associated with the NRSectorCarrier must be assigned with value within one of the specified nRFqBands values – if there is a NRCellDU associated with the NRSectorCarrier.
allowedValues: 
A list of frequency bands expressed as strings. 

Valid frequency band values are specified in sub-clause 5.4.2 in 38.104 [23].
For HW not supporting NR frequency bands, the list shall be empty.

	type: String

multiplicity: 1..*

isOrdered: N/A

isUnique: True

defaultValue: None

isNullable: False
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