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1
Decision/action requested

Include the description of forced deactivation in 28.405.
2
References

(Reference - in list form - should be made to previous related SA5/3GPP/etc. documents.)

(For changes against a draft TS/TR, a pseudo CR - a.k.a. pCR - will be provided using this Tdoc template. In this case, the number, name and version of the draft TS/TR used as base must be provided and the version must be the latest available version of the draft TS/TR.)

<Examples of references, please delete when you have inserted your actual references:

[1]
3GPP TS 32.500 SON Concepts and Requirements

[2]
3GPP TS 99.999 This example has a very long name, because then we can see how thi References paragraph will handle paragraphs spanning more than one line.

[3]
3GPP TS 99.999 Title of the document

[4]
S5-991234, CR 32.999 v10.1.1, Inverting architecture of SON

[5]
S5-100001, Agenda, 3GPP SA5#69 Comment
>

3
Rationale

Describing the handling for forced deactivation
4
Detailed proposal

	First change


4.1.4.2
Forced deactivation
If the operator technician or the management application wants to deactivate a measurement collection job before the pre-set time has expired, the management system sends the deactivateQoEJob operation [3] to the RNC. The RNC sets the network request session to ended, but does not delete the UE request session id and the Collection Entity Address parameters [3], as the UE still may send reports which shall be send to the collection centre. For UE request sessions which have reported that a recording session is started, the RNC sends the MeasurementControl message [4] with the DeactivateJob request to relevant UEs. The Access stratum sends +CAPPLEVMC AT command [5] to the application with the DeactivateJob request. The application stops the recording session and stops recording of the requested information. The UE request session id and the Collection Entity Address parameters [3] in the RNC are deleted when the UE request session is ended.

	End of changes


�This reference actually contains a hyperlink to the document. This is very convenient to readers.
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