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	Reason for change:
	In order to provide performance assurance of 5G services, it is important to measure end-to-end performance.  Performance measurement at gNB level may not satisfy this requirement, Packet loss, delay, or latency can happen between gBN and UPF and their measurement thus is also very important. Performance measurements from UE to gNB and gNB to UPF are well defined respectively but those of end-to-end between UE and UPF is currently missing.

	
	

	Summary of change:
	Add the following measurements:
· Average round-trip user plane packet delay between UE and UPF 

	
	

	Consequences if not approved:
	End-to-end delay performance measurement cannot be made.
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	1st modified section



[bookmark: _Toc532550837]6.1. Performance measurement between UE and UPF
6.1.x Average round-trip user plane packet delay measurement between UE and UPF
a) This measurement provides an average round-trip user plane packet delay between UE and UPF.
b) DER (n=1)
c) This measurement is obtained as: the sum of two measurements made by: average delay DL air-interface (defined in 5.1.1.1.1), round-trip GTP data packet delay over N3 interface (defined in 5.4.1.9) and average packet processing time in gNB.  The measurement is made during the same time interval which is defined by a measurement policy.  The round-trip GTP data packet delay over N3 interface is accumulated and averaged during the same time interval.
d) Each measurement is an integer representing the delay in microseconds. 
e) The measurement name has the form DRB.GTP.E2EUserPacketAvgDelayAirIfN3UPF.
f) EP_N3
gNBFunction
NRCellDU
g)	Valid for packet switched traffic
h)	5GS


	Next modified section


[bookmark: _Toc532550911]A.x	Monitoring of end-to-end performance
In order to provide performance assurance of 5G services, it is important to measure end-to-end performance.  Performance measurement at gNB level may not satisfy this requirement, Packet loss, delay, or latency can happen between gBN and UPF and their measurement thus is also very important.   
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