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Annex G (normative):

IRP-IS UML Modeling Repertoire




1 Introduction

3GPP SA5 has chosen UML to capture systems behavior in the IRP IS context.

UML provides a rich set of concepts, notations and model elements to model distributive systems.  Usage of all UML notations and model elements is not necessary for the purpose of IRP IS specifications.  This annex documents the necessary and sufficient set of UML notations and model elements, including the ones built by the UML extension mechanism <<stereotype>>, for use by 3GPP IRP IS authors.  Collectively, this set of notations and model elements is called the 3GPP IRP IS modeling repertoire.  

The selection of the UML notations and model elements in this repertoire is based on the needs of the existing 3GPP IRP IS specifications.  Future IRP IS releases may require the use of additional UML notations or model elements.  

IRP IS specifications shall employ the UML notation and model elements of this repertoire and may also employ other UML notation and model elements considered necessary.  However before any other UML notation and model elements may be employed in an approved 3GPP IRP specification, the other notation and model elements should be agreed for inclusion first in this repertoire.

All quotes are from [15].

Capitalized words are defined by various 3GPP IRP IS specifications or the reference [15].

2 

3 Requirements

IRPAgent can be characterized by several different but related models.  The models can be exterior or interior to the IRPAgent.  Exterior models are use case models and interior models are object models. 

Current version of this Annex focuses on the interior model aspects of IRPAgents.

The notation elements captured in this repertoire shall be used to model all aspects of NRM IRP IS (such as GERAN NRM IRP: IS) and (protocol) IRP (such as Alarm IRP: IS).

4 Model Elements and Notations

4.1 Basic model elements

UML defined a number of basic model elements.  This section lists the selected subset for use in the repertoire.  The semantics of the selected ones are defined in [15].  

· attribute (Section 3.25 of [15]).
This sample shows two attributes, listed as strings in the attribute compartment of the class AClass.  
[image: image1.emf]AClass
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· aggregation (Section 3.43.2.5 of [15]).
This sample shows a hollow diamond attached to the end of a path to indicate aggregation.  The diamond is attached to the class that is the aggregate.
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· operation (Section 3.26 of [15]).
This sample shows two operations, shown as strings in the operation compartment of class AClass, that the instance of AClass may be requested to perform.  The operation has a name, e.g., operationA and a list of arguments (not shown).
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· association, association name (Section 3.41 of [15]).
This sample shows a binary association between exactly two model elements.  The association can include the possibility relating a model element to itself.  This sample shows a bi-directional association in that one model element is aware of the other.  Association can be uni-directional (shown with an open arrow at one association end) in that only the source model element is aware of the target model element and not vise-versa.
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· realization relationshipe (Section 2.5.2.1 of [15]).
This sample shows the realization relationship between a AlarmIRPNotification_1 (the supplier) and a model element, IRPManager, that implements it.
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· generalization relationship (Section 3.50 of [15]).
This sample shows a generalization relationship between a more general element (the IRPAgent) and a more specific element (the IRPAgent_vendor_A) that is fully consistent with the first element and that adds additional information.
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· dependency relationship (Section 3.51 of [15]).
This sample shows that BClass instances have a semantic relationship with AClass instances.  It indicates a situation in which a change to the target element will require a change to the source element in the dependency. 
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· note (Section 3.11 of [15]) 
This sample shows a note, as a rectangle with a “bent corner” in the upper right corner.  The note contains arbitrary text.  It appears on a particular diagram and may be attached to zero or more modeling elements by dashed lines.  
[image: image9.emf]SubNetwork
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· Multiplicity, a.k.a. cardinality (Section 3.44 of [15]).
This sample shows a multiplicity attached to the end of an association path.  The meaning of this multiplicity is that one Network instance is associated with zero, one or more SubNetwork instances.
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· rolename (Section 3.43.2.6 of [15]).
This sample shows a Person (say instance John) is associated with a Company (say instance XYZ).  We navigate the association by using the opposite association-end such as John.theCompany =”XYZ”.  Use noun for the rolename. 

[image: image12.emf]Person Company
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4.2 Stereotype 

This sub-clause defines all allowable stereotypes that are summarized in the following table.  Except <<Interface>>, <<Type>> and <<use>> (which are defined in [15]), all other stereotypes are extensions specifically designed for use in IRP IS specifications.

Table 1: Stereotypes

Stereotype
Base Class

Interface
Class

Type
Class

ProxyClass
Class

Archtetype
Classifier (section 2.5.2.10 of [15])

InformationObjectClass
Classifier

use
Association

may use
Association

may realize
Association

emits
Association

names
Aggregation

4.2.1 <<Interface>>
Section 2.5.2.25 of [15]: “An interface is a named set of operations that characterize the behavior of an element.  In the metamodel, an Interface contains a set of Operations that together define a service offered by a Classifier realizing the Interface. A Classifier may offer several services, which means that it may realize several Interfaces, and several Classifiers may realize the same Interface.

…

Interfaces may not have Attributes, Associations, or Methods. An Interface may participate in an Association provided the Interface cannot see the Association; that is, a Classifier (other than an Interface) may have an Association to an Interface that is navigable from the Classifier but not from the Interface.” 
Section 2.5.4.6 of [15]: “The purpose of an interface is to collect a set of operations that constitute a coherent service offered by classifiers.  Interfaces provided a way to partition and characterize groups of operations.  An interface is only a collection of operations with a name.  It cannot be directly instantiated.  Instantiable classifiers, such as class or use case, may use interfaces for specifying different services offered by their instances.  Several classifiers may realize the same interface.  All of them must contain at least the operations matching those contained in the interface.  The specification of an operation contains the signature of the operation (i.e., its name, the types of the parameters and the return type).  An interface does not imply any internal structure of the realizing classifier.  For example, it does not include which algorithm to use for realizing an operation.  An operation may, however, include a specification of the effects [e.g., with pre and post-conditions] of its invocation.” 
4.2.1.1 Sample

This sample shows an AlarmIRPOperations_1 <<Interface>> that has two operations.  The operation visibility is public (see definition of public visibility applicable to operation in section “visibility”).  The input and output parameters of the operations are hidden (i.e., not shown).  The AlarmIRP has a unidirectional mandatory realisation relationship with the <<interface>>.
Figure 1 : <<Interface>> Notation
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4.2.2 <<Type>>

Section 3.28 of [15]: “[A Type is] a domain of objects together with the operations applicable to the objects, without defining the physical implementation of those objects. A Type may not contain any methods, maintain its own thread of control, or be nested. However, it may have Attributes and Associations. The Associations of a Type are defined solely for the purpose of specifying the behavior of the Type's operations and do not represent the implementation of state data.” 
4.2.2.1 Sample

This sample shows the NotificationIRPNotification <<Type>> that specifies the five parameters (the notification header of Notification IRP).  The AlarmIRPNotification_2 <<Interface>> depends (see the dependency relationship, a dashed open arrow line) on this <<Type>> for the construction of the notification emitted via the operation notifyChangedAlarm().  The visibility of attributes and operation in the example is public.

Figure 2: <<Type>> Notation
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4.2.3 <<ProxyClass>>

It is a form or template representing a number of <<InformationObjectClass>>.  It encapsulates attributes, links, methods (or operations), and interactions that are present in the represented <<InformationObjectClass>>.

The semantics of a <<ProxyClass>> is that all behaviour of the <<ProxyClass>> are present in the represented <<InformationObjectClass>>.  Since this class is simply a representation of other classes, this class cannot define its own behavior other than those already defined by the represented <<InformationObjectClass>>.

A particular <<InformationObjectClass>> can be represented by zero, one or more <<ProxyClass>> or <<Archtype>>.  For example, the ManagedElement <<InformationObjectClass>> can have MonitoredEntity <<ProxyClass>> and ManagedEntity <<ProxyClass>>.    

The attributes of the <<proxyClass>> are accessible by the source entity that has an association with the <<ProxyClass>>. 

4.2.3.1 Sample

This shows a <<ProxyClass>> named MonitoredEntity.  It represents all NRM <<InformationObjectClass>> (e.g., GgsnFunction <<InformationObjectClass>>) whose instances are being monitored for alarm conditions.  The MonitoredEntity plays the role of theMonitoredEntity.


Note that <<MonitoredEntity>> does not define attributeA.  The attributeA is already defined by all <<InformationObjectClass>> represented by the <<MonitoredEntity>>, i.e., ClassA and ClassB.

Figure 3: <<ProxyClass>> 
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4.2.4 <<Archetype>>

It is a form or template representing a number of <<InformationObjectClass>>.  It encapsulates attributes, links, operations, and interactions that are typical of the represented <<InformationObjectClass>>.  
The semantics of an <<archetype>> is that all attributes, links operations and interactions encapsulated by the <<archetype>> may or may not be present in the represented <<InformationObjectClass>>.  The <<Archetype>> represents a place holder class that is most useful in technology neutral analysis models that will require further specification and/or mapping within a more complete construction model.
4.2.4.1 Sample

This shows a <<Archetype>> named StateManagement.  It also shows a <<InformationObjectClass>> IRPAgent that depends on this StateManagement.  Note that the StateManagement has defined a number of attributes, the classes that depend on this StateManagement may or may not use all of the StateManagement attributes.  In other words, at least one of the attributes of StateManagement is present in the IRPAgent.  The precise set of StateManagement attributes used by the IRPAgent is specified in the IRPAgent specification.
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4.2.5 <<InformationObjectClass>>

It is the descriptor for a set of network resources and network management capabilities.  Each <<InformationObjectClass>> represents a set of instances with similar structure, behavior and relationships.

This <<InformationObjectClass>> and other information classes such as <<interface>> are mapped into technology specific model elements such as GDMO Managed Object Class for CMIP technology.  The mapping of IS modeling constructs to technology specific modeling constructs are captured in the corresponding IRP Solution Set specifications. 

The name of a <<InformationObjectClass>> has scope within the 3GPP IRP IS document in which it is specified and the name must be unique among all <<InformationObjectClass>> names within that 3GPP IRP IS document.  The IRP IS document name is considered in the similar way as the UML Package-name.

The <<InformationObjectClass>> is identical to UML class except that it does not include/define methods or operations.

[15]Section 3.22.1 of [15]: “A class represents a concept within the system being modeled. Classes have data structure and behavior and relationships to other elements.” 

4.2.5.1 Sample

This sample shows an AlarmList <<InformationObjectClass>>.  

Figure 4: <<InformationObjectClass>>> Notation
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4.2.6 <<use>> and <<may use>>

The <<use>> and <<may use>> are unidirectional associations.  The target must be an <<interface>>.  The <<use>> states that the source class must have the capability to use the target <<interface>> in that it can invoke the operations defined by the <<interface>>.  Support of the capability by the source entity is mandatory.  The <<may use>> states that the source class may have the capability to use the target <<interface>> in that it may invoke the operations defined by the <<interface>>.  Support of the capability by the source entity is optional.

The operations defined by the <<interface>> are visible across the itf-N.

4.2.6.1 Sample

This shows that the NotificationIRPAgent shall use the notifyNewAlarm and otherNotifications  of AlarmIRPNotification_1 and may use the notifyChangedAlarm of AlarmIRPNotification_2.  
Figure 5: <<use>> and <<may use>> Notation
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4.2.7 Relationship realize and <<may realize>>

The relationship realize and <<may realize>> are unidirectional association. The target must be an <<interface>>.  The relationship ‘realize’ shows that the source entity must realize the operations defined by the target <<interface>>.  Realization of operations by the source entity is mandatory.  The <<may realize>> shows the source entity may realize the operations defined by the target <<interface>>.  Realization of the <<interface>> by the source entity is optional.

The operations defined by <<interface>> are visible across the itf-n.

4.2.7.1 Sample

This shows that the AlarmList shall realize (or support, implement) the two operations of AlarmIRPOperations_1 and may realize the operation of AlarmIRPOperations_2. 

Figure 7: Relationship realize and <<may realize>> Notations
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.

4.2.8 <<emits>>

This is a unidirectional association.  The source sends information to target.  In the case that the target is NotificationIRPAgent, the information will then carry the semantics of 3GPP notification (e.g., notifyObjectCreation, notifyNewAlarm) such that the target NotificationIRPAgent can construct the relevant 3GPP notification for reception by the NotificationIRPManager.  

The visibility of the information passed by <<emits>> is always “IRPAgent Internal” (see section on “Visibility”). 

4.2.8.1 Sample

This shows the MonitoredEntity (e.g., a GgsnFunction instance) emits notifications that are received by the NotificationIRPAgent.  The emission is not visible across the itf-N.

Figure 8: <<emits>> Notation
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Figure 9: <<use>>, <<emits>> and realize relationship Notation
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4.2.9 <<names>>

It specifies a unidirectional aggregation.  The target instance is uniquely identifiable, within the namespace of the source entity, among all other targeted instances of the same target classifier and among other targeted instances of other classifiers that has the same <<name>> aggregation with the source.  

A source can have multiple <<names>> with multiple targets.  The set of <<names>> used between the source and its targets forms the source namespace.

A target can have multiple <<names>> with multiple sources, i.e., a target can participate/belong to multiple namespaces.

By convention, the name of the attribute in the target model element to hold part of the unique identification shall be formed by the name of the target class concatenated with “Id”. 

When used in specifications, the label <<names>> can be omitted to reduce clutter and to improve readability of class diagrams.
4.2.9.1 Sample

This shows that all instances of MscFunction are uniquely identifiable within the ManagedElement namespace.  Note the use of the label <<names>> in specifications is optional.
Figure 10: <<names>> Notation
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4.3 Visibility

It specifies the accessibility of the operation and attribute.  There are three types of visibility, i.e., private, public and IRPAgent Internal.

Table 2: Private Visibility (notation ‘-‘)

Operation
NA

Attribute
It indicates that the attribute is not accessible by other entities, e.g., the IRPManager, other entities not holding the subject attribute

Table 3: Public Visibility (notation ‘+’)(default)

Operation
It indicates that the operation is visible across the itf-N, e.g., the IRPManager can invoke the operation across the itf-N interface.

Attribute
it indicates that the attribute is accessible across the itf-N, i.e., the IRPManager can invoke an operation to read the attribute and to write to this attribute if the attribute is so qualified.  The read or write operation must be directly invoked against the entity holding the subject attribute or against the CM IRP Agent.

Table 4: IRPAgent Internal Visibility (notation ‘%’)


Operation
It indicates that the operation is not visible across the itf-N, i.e., the IRPManager cannot invoke the operation.  However, other entities can invoke the operation.  (Note: no Release 5 operations are of this kind.)

Attribute
It indicates that the attribute is not directly accessible across the itf-N, i.e., the IRPManager cannot read/write this attribute.  However, other entities can read/write this attribute.

4.3.1.1 Samples
This sample shows four attributes whose visibility are private, public (default notation), public and IRPAgent Internal.

Figure 11: Visibility of attributes
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This sample shows two operations whose visibility is public using the default public visibility notation.  These operations are accessible by the IRPManager via the itf-N.
Figure 12: Visibility of operations
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This sample shows one notification whose visibility is public using the non-default public visibility notation.  These notifications are accessible by the IRPManager via the itf-N.
Figure 13: Visibility of notification
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