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4.2
Alarm IRP XML Schema

<?xml version="1.0" encoding="UTF-8"?>

<schema 

 targetNamespace="http://www.3gpp.org/ftp/specs/latest/rel-6/32_series/32111-5#alarmIRPNotif"    

 elementFormDefault="qualified" attributeFormDefault="unqualified" 

 xmlns:xa="http://www.3gpp.org/ftp/specs/latest/rel-6/32_series/32111-5#alarmIRPNotif" 

 xmlns:xe="http://www.3gpp.org/ftp/specs/latest/rel-6/32_series/32305#notification" 

 xmlns="http://www.w3.org/2001/XMLSchema">

  <import 

   namespace="http://www.3gpp.org/ftp/specs/latest/rel-6/32_series/32305#notification"/>

  <simpleType name="AckState">

    <restriction base="string">

      <enumeration value="ACKNOWLEDGED"/>

      <enumeration value="UNACKNOWLEDGED"/>

    </restriction>

  </simpleType>

  <simpleType name="AlarmListAlignmentRequirement">

    <restriction base="string">

      <enumeration value="Alignment required"/>

      <enumeration value="Alignment not required"/>

    </restriction>

  </simpleType>

  <simpleType name="AlarmListRebuiltReason">

    <restriction base="string">

      <enumeration value="Agent-NE communications error"/>

      <enumeration value="Agent restarts"/>

      <enumeration value="Indeterminate"/>

    </restriction>

  </simpleType>

  <simpleType name="EventType">

    <restriction base="string">

      <enumeration value="Communications Alarm"/>

      <enumeration value="Processing Error Alarm"/>

      <enumeration value="Environmental Alarm"/>

      <enumeration value="Quality of Service Alarm"/>

      <enumeration value="Equipment Alarm"/>

      <enumeration value="Integrity Violation"/>

      <enumeration value="Operational Violation"/>

      <enumeration value="Physical Violation"/>

      <enumeration value="Security Service or Mechanism Violation"/>

      <enumeration value="Time Domain Violation"/>

    </restriction>

  </simpleType>

  <simpleType name="PerceivedSeverity">

    <restriction base="string">

      <enumeration value="Critical"/>

      <enumeration value="Major"/>

      <enumeration value="Minor"/>

      <enumeration value="Warning"/>

      <enumeration value="Indeterminate"/>

      <enumeration value="Cleared"/>

      <enumeration value=""/>

    </restriction>

  </simpleType>

  <simpleType name="ProbableCause">

    <restriction base="string">

      <enumeration value="INDETERMINATE"/>

      <enumeration value="ALARM INDICATION SIGNAL"/>

      <enumeration value="CALL SETUP FAILURE"/>

      <enumeration value="DEGRADED SIGNAL M3100"/>

      <enumeration value="FAR END RECEIVER FAILURE"/>

      <enumeration value="FRAMING ERROR M3100"/>

      <enumeration value="LOSS OF FRAME"/>

      <enumeration value="LOSS OF POINTER"/>

      <enumeration value="LOSS OF SIGNAL"/>

      <enumeration value="PAYLOAD TYPE MISMATCH"/>

      <enumeration value="TRANSMISSION ERROR"/>

      <enumeration value="REMOTE ALARM INTERFACE"/>

      <enumeration value="EXCESSIVE BIT ERROR RATE"/>

      <enumeration value="PATH TRACE MISMATCH"/>

      <enumeration value="UNAVAILABLE"/>

      <enumeration value="SIGNAL LABEL MISMATCH"/>

      <enumeration value="LOSS OF MULTI FRAME"/>

      <enumeration value="COMMUNICATIONS RECEIVE FAILURE"/>

      <enumeration value="COMMUNICATIONS TRANSMIT FAILURE"/>

      <enumeration value="MODULATION FAILURE"/>

      <enumeration value="DEMODULATION FAILURE"/>

      <enumeration value="BACK PLANE FAILURE"/>

      <enumeration value="DATA SET PROBLEM"/>

      <enumeration value="EQUIPMENT IDENTIFIER DUPLICATION"/>

      <enumeration value="EXTERNAL DEVICE PROBLEM"/>

      <enumeration value="LINE CARD PROBLEM"/>

      <enumeration value="MULTIPLEXER PROBLEM M3100"/>

      <enumeration value="NE IDENTIFIER DUPLICATION"/>

      <enumeration value="POWER PROBLEM M3100"/>

      <enumeration value="PROCESSOR PROBLEM M3100"/>

      <enumeration value="PROTECTION PATH FAILURE"/>

      <enumeration value="RECEIVER FAILURE M3100"/>

      <enumeration value="REPLACEABLE UNIT MISSING"/>

      <enumeration value="REPLACEABLE UNIT TYPE MISMATCH"/>

      <enumeration value="SYNCHRONISATION SOURCE MISMATCH"/>

      <enumeration value="TERMINAL PROBLEM"/>

      <enumeration value="TIMING PROBLEM M3100"/>

      <enumeration value="TRANSMITTER FAILURE M3100"/>

      <enumeration value="TRUNK CARD PROBLEM"/>

      <enumeration value="REPLACEABLE UNIT PROBLEM"/>

      <enumeration value="REAL TIME CLOCK FAILURE"/>

      <enumeration value="PROTECTION MECHANISM FAILURE"/>

      <enumeration value="PROTECTING RESOURCE FAILURE"/>

      <enumeration value="AIR COMPRESSOR FAILURE"/>

      <enumeration value="AIR CONDITIONING FAILURE"/>

      <enumeration value="AIR DRYER FAILURE"/>

      <enumeration value="BATTERY DISCHARGING"/>

      <enumeration value="BATTERY FAILURE"/>

      <enumeration value="COMMERICAL POWER FAILURE"/>

      <enumeration value="COOLING FAN FAILURE"/>

      <enumeration value="ENGINE FAILURE"/>

      <enumeration value="FIRE DETECTOR FAILURE"/>

      <enumeration value="FUSE FAILURE"/>

      <enumeration value="GENERATOR FAILURE"/>

      <enumeration value="LOW BATTERY THRESHOLD"/>

      <enumeration value="PUMP FAILURE M3100"/>

      <enumeration value="RECTIFIER FAILURE"/>

      <enumeration value="RECTIFIER HIGH VOLTAGE"/>

      <enumeration value="RECTIFIER LOW F VOLTAGE"/>

      <enumeration value="VENTILATION SYSTEM FAILURE"/>

      <enumeration value="ENCLOSURE DOOR OPEN M3100"/>

      <enumeration value="EXPLOSIVE GAS"/>

      <enumeration value="FIRE"/>

      <enumeration value="FLOOD"/>

      <enumeration value="HIGH HUMIDITY"/>

      <enumeration value="HIGH TEMPERATURE"/>

      <enumeration value="HIGH WIND"/>

      <enumeration value="ICE BUILD UP"/>

      <enumeration value="INTRUSION DETECTION"/>

      <enumeration value="LOW FUEL"/>

      <enumeration value="LOW HUMIDITY"/>

      <enumeration value="LOW CABLE PRESSURE"/>

      <enumeration value="LOW TEMPERATURE"/>

      <enumeration value="LOW WATER"/>

      <enumeration value="SMOKE"/>

      <enumeration value="TOXIC GAS"/>

      <enumeration value="EXTERNAL POINT FAILURE"/>

      <enumeration value="STORAGE CAPACITY PROBLEM M3100"/>

      <enumeration value="MEMORY MISMATCH"/>

      <enumeration value="CORRUPT DATA M3100"/>

      <enumeration value="OUT OF CPU CYCLES"/>

      <enumeration value="SOFTWARE ENVIRONMENT PROBLEM"/>

      <enumeration value="SOFTWARE DOWNLOAD FAILURE"/>

      <enumeration value="LOSS OF REAL TIME"/>

      <enumeration value="REINITIALIZED"/>

      <enumeration value="EXCESSIVE ERROR RATE"/>

      <enumeration value="ADAPTER ERROR"/>

      <enumeration value="APPLICATION SUBSYSTEM FAILURE"/>

      <enumeration value="BANDWIDTH REDUCTION"/>

      <enumeration value="COMMUNICATION PROTOCOL ERROR"/>

      <enumeration value="COMMUNICATION SUBSYSTEM FAILURE"/>

      <enumeration value="CONFIGURATION OR CUSTOMIZING ERROR"/>

      <enumeration value="CONGESTION"/>

      <enumeration value="CPU CYCLES LIMIT EXCEEDED"/>

      <enumeration value="DATA SET OR MODEM ERROR"/>

      <enumeration value="DTE DCE INTERFACE ERROR"/>

      <enumeration value="EQUIPMENT MALFUNCTION"/>

      <enumeration value="EXCESSIVE VIBRATION"/>

      <enumeration value="FILE ERROR"/>

      <enumeration value="HEATING OR VENTILATION OR COOLING SYSTEM PROBLEM"/>

      <enumeration value="HUMIDITY UNACCEPTABLE"/>

      <enumeration value="INPUT OUTPUT DEVICE ERROR"/>

      <enumeration value="INPUT DEVICE ERROR"/>

      <enumeration value="LAN ERROR"/>

      <enumeration value="LEAK DETECTION"/>

      <enumeration value="LOCAL NODE TRANSMISSION ERROR"/>

      <enumeration value="MATERIAL SUPPLY EXHAUSTED"/>

      <enumeration value="OUT OF MEMORY"/>

      <enumeration value="OUTPUT DEVICE ERROR"/>

      <enumeration value="PERFORMANCE DEGRADED"/>

      <enumeration value="PRESSURE UNACCEPTABLE"/>

      <enumeration value="QUEUE SIZE EXCEEDED"/>

      <enumeration value="RECEIVE FAILURE"/>

      <enumeration value="REMOTE NODE TRANSMISSION ERROR"/>

      <enumeration value="RESOURCE AT OR NEARING CAPACITY"/>

      <enumeration value="RESPONSE TIME EXCESSIVE"/>

      <enumeration value="RETRANSMISSION RATE EXCESSIVE"/>

      <enumeration value="SOFTWARE ERROR"/>

      <enumeration value="SOFTWARE PROGRAM ABNORMALLY TERMINATED"/>

      <enumeration value="SOFTWARE PROGRAM ERROR"/>

      <enumeration value="TEMPERATURE UNACCEPTABLE"/>

      <enumeration value="THRESHOLD CROSSED"/>

      <enumeration value="TOXIC LEAK DETECTED"/>

      <enumeration value="TRANSMIT FAILURE"/>

      <enumeration value="UNDERLYING RESOURCE UNAVAILABLE"/>

      <enumeration value="VERSION MISMATCH"/>

      <enumeration value="A BIS TO BTS INTERFACE FAILURE"/>

      <enumeration value="A BIS TO TRX INTERFACE FAILURE"/>

      <enumeration value="ANTENNA PROBLEM"/>

      <enumeration value="BATTERY BREAKDOWN"/>

      <enumeration value="BATTERY CHARGING FAULT"/>

      <enumeration value="CLOCK SYNCHRONISATION PROBLEM"/>

      <enumeration value="COMBINER PROBLEM"/>

      <enumeration value="DISK PROBLEM"/>

      <enumeration value="EXCESSIVE RECEIVER TEMPERATURE"/>

      <enumeration value="EXCESSIVE TRANSMITTER OUTPUT POWER"/>

      <enumeration value="EXCESSIVE TRANSMITTER TEMPERATURE"/>

      <enumeration value="FREQUENCY HOPPING DEGRADED"/>

      <enumeration value="FREQUENCY HOPPING FAILURE"/>

      <enumeration value="FREQUENCY REDEFINITION FAILED"/>

      <enumeration value="LINE INTERFACE FAILURE"/>

      <enumeration value="LINK FAILURE"/>

      <enumeration value="LOSS OF SYNCHRONISATION"/>

      <enumeration value="LOST REDUNDANCY"/>

      <enumeration value="MAINS BREAKDOWN WITH BATTERY BACKUP"/>

      <enumeration value="MAINS BREAKDOWN WITHOUT BATTERY BACKUP"/>

      <enumeration value="POWER SUPPLY FAILURE"/>

      <enumeration value="RECEIVER ANTENNA FAULT"/>

      <enumeration value="RECEIVER MULTICOUPLER FAILURE"/>

      <enumeration value="REDUCED TRANSMITTER OUTPUT POWER"/>

      <enumeration value="SIGNAL QUALITY EVALUATION FAULT"/>

      <enumeration value="TIMESLOT HARDWARE FAILURE"/>

      <enumeration value="TRANSCEIVER PROBLEM"/>

      <enumeration value="TRANSCODER PROBLEM"/>

      <enumeration value="TRANSCODER OR RATE ADAPTER PROBLEM"/>

      <enumeration value="TRANSMITTER ANTENNA FAILURE"/>

      <enumeration value="TRANSMITTER ANTENNA NOT ADJUSTED"/>

      <enumeration value="TRANSMITTER LOW VOLTAGE OR CURRENT"/>

      <enumeration value="TRANSMITTER OFF FREQUENCY"/>

      <enumeration value="DATABASE INCONSISTENCY"/>

      <enumeration value="FILE SYSTEM CALL UNSUCCESSFUL"/>

      <enumeration value="INPUT PARAMETER OUT OF RANGE"/>

      <enumeration value="INVALID PARAMETER"/>

      <enumeration value="INVALID POINTER"/>

      <enumeration value="MESSAGE NOT EXPECTED"/>

      <enumeration value="MESSAGE NOT INITIALISED"/>

      <enumeration value="MESSAGE OUT OF SEQUENCE"/>

      <enumeration value="SYSTEM CALL UNSUCCESSFUL"/>

      <enumeration value="TIMEOUT EXPIRED"/>

      <enumeration value="VARIABLE OUT OF RANGE"/>

      <enumeration value="WATCH DOG TIMER EXPIRED"/>

      <enumeration value="COOLING SYSTEM FAILURE"/>

      <enumeration value="EXTERNAL EQUIPMENT FAILURE"/>

      <enumeration value="EXTERNAL POWER SUPPLY FAILURE"/>

      <enumeration value="EXTERNAL TRANSMISSION DEVICE FAILURE"/>

      <enumeration value="REDUCED ALARM REPORTING"/>

      <enumeration value="REDUCED EVENT REPORTING"/>

      <enumeration value="RECUCED LOGGING CAPABILITY"/>

      <enumeration value="SYSTEM RESOURCES OVERLOAD"/>

      <enumeration value="BROADCAST CHANNEL FAILURE"/>

      <enumeration value="CALL ESTABLISHMENT ERROR"/>

      <enumeration value="INVALID MESSAGE RECEIVED"/>

      <enumeration value="INVALID MSU RECEIVED"/>

      <enumeration value="LAPD LINK PROTOCOL FAILURE"/>

      <enumeration value="LOCAL ALARM INDICATION"/>

      <enumeration value="REMOTE ALARM INDICATION"/>

      <enumeration value="ROUTING FAILURE"/>

      <enumeration value="SS7 PROTOCOL FAILURE"/>

      <enumeration value="TRANSMISSION FAILURE"/>

      <enumeration value="AUTHENTICATION FAILURE"/>

      <enumeration value="BREACH OF CONFIDENTIALITY"/>

      <enumeration value="CABLE TAMPER"/>

      <enumeration value="DELAYED INFORMATION"/>

      <enumeration value="DENIAL OF SERVICE"/>

      <enumeration value="DUPLICATE INFORMATION"/>

      <enumeration value="INFORMATION MISSING"/>

      <enumeration value="INFORMATION MODIFICATION DETECTED"/>

      <enumeration value="INFORMATION OUT OF SEQUENCE"/>

      <enumeration value="KEY EXPIRED"/>

      <enumeration value="NON REPUDIATION FAILURE"/>

      <enumeration value="OUT OF HOURS ACTIVITY"/>

      <enumeration value="OUT OF SERVICE"/>

      <enumeration value="PROCEDURAL ERROR"/>

      <enumeration value="UNAUTHORISED ACCESS ATTEMPT"/>

      <enumeration value="UNEXPECTED INFORMATION"/>

      <enumeration value="UNSPECIFIED REASON"/>

    </restriction>

  </simpleType>

  <simpleType name="ThresholdIndicator">

    <restriction base="string">

      <enumeration value="UP"/>

      <enumeration value="DOWN"/>

    </restriction>

  </simpleType>

  <simpleType name="TrendIndicator">

    <restriction base="string">

      <enumeration value="Less Severe"/>

      <enumeration value="No Change"/>

      <enumeration value="More Severe"/>

    </restriction>

  </simpleType>

  <element name="additionalInformation" type="string"/>

  <element name="additionalText" type="string"/>
  <element name="alarmID" type="string"/>

  <element name="alarmType" type="xa:EventType"/>

  <element name="correlatedNotifications" type="xa:CorrelatedNotificationSet"/>

  <element name="perceivedSeverity" type="xa:PerceivedSeverity"/>

  <element name="probableCause" type="xa:ProbableCause"/>

  <element name="reason" type="xa:AlarmListRebuiltReason"/>

  <complexType name="AttributeValue">

    <all>

      <element name="attribute-name" type="string"/>

      <element name="attribute-value" type="anySimpleType"/>

    </all>

  </complexType>

  <complexType name="AttributeValueSet">

    <sequence>

      <element name="attribueValue" type="xa:AttributeValue" minOccurs="0" maxOccurs="unbounded"/>

    </sequence>

  </complexType>

  <complexType name="AttributeValueChange">

    <all>

      <element name="attribute-name" type="string"/>

      <element name="old-value" type="anySimpleType"/>

      <element name="new-value" type="anySimpleType"/>

    </all>

  </complexType>

  <complexType name="AttributeValueChangeSet">

    <sequence>

      <element name="attributeValueChange" type="xa:AttributeValueChange" minOccurs="0" 

maxOccurs="unbounded"/>

    </sequence>

  </complexType>

  <complexType name="Comment">

    <sequence>

      <element name="comment-date" type="dateTime"/>

      <element name="comment-text" type="string"/>

      <element name="user-id" type="string"/>

      <element name="system-id" type="string"/>

    </sequence>

  </complexType>

  <complexType name="CommentSet">

    <sequence>

      <element name="comment" type="xa:Comment" minOccurs="0"/>

    </sequence>

  </complexType>

  <complexType name="CorrelatedNotification">

    <sequence>

      <element name="source" type="string"/>

      <element name="notification-id-set">

        <complexType>

          <sequence>

            <element name="notification-id" type="xe:NotificationID" minOccurs="0" maxOccurs="unbounded"/>

          </sequence>

        </complexType>

      </element>

    </sequence>

  </complexType>

  <complexType name="CorrelatedNotificationSet">

    <sequence>

      <element name="correlatedNotification" type="xa:CorrelatedNotification" minOccurs="0" 

maxOccurs="unbounded"/>

    </sequence>

  </complexType>

  <complexType name="ThresholdInfo">

    <all>

      <element name="attribute-id" type="string"/>

      <element name="observed-value" type="float"/>

      <element name="threshold-level" type="xa:ThresholdLevel" minOccurs="0"/>

      <element name="arm-time" type="dateTime"/>

    </all>

  </complexType>

  <complexType name="ThresholdLevel">

    <all>

      <element name="indication" type="xa:ThresholdIndicator"/>

      <element name="low" type="float" minOccurs="0"/>

      <element name="high" type="float"/>

    </all>

  </complexType>

  <group name="NotifyNewAlarmBodyElements">

    <sequence>

      <element ref="xa:probableCause"/>

      <element ref="xa:perceivedSeverity"/>

      <element ref="xa:alarmType"/>
      <element ref="xa:correlatedNotifications" minOccurs="0"/>
      <element ref="xa:additionalText" minOccurs="0"/>

      <element ref="xa:additionalInformation" minOccurs="0"/>
      <choice>

        <group ref="xa:StandardNotifyNewAlarmBodyElements"/>

        <group ref="xa:SecurityNotifyNewAlarmBodyElements"/>

      </choice>

      <element ref="xa:alarmID"/>

    </sequence>

  </group>

  <group name="StandardNotifyNewAlarmBodyElements">

    <sequence>

      <element name="specificProblem" type="string" minOccurs="0"/>

      
<element name="backedUpStatus" type="boolean" minOccurs="0"/>

      <element name="backupObject" type="xe:DN" minOccurs="0"/>

      <element name="trendIndication" type="xa:TrendIndicator" minOccurs="0"/>

      <element name="thresholdInfo" type="xa:ThresholdInfo" minOccurs="0"/>

      <element name="stateChangeDefinition" type="xa:AttributeValueChangeSet" minOccurs="0"/>

      <element name="monitoredAttributes" type="xa:AttributeValueSet" minOccurs="0"/>

      <element name="proposedRepairActions" type="string" minOccurs="0"/>


    </sequence>

  </group>

  <group name="SecurityNotifyNewAlarmBodyElements">

    <sequence>



      <element name="serviceUser" type="string"/>

      <element name="serviceProvider" type="string"/>

      <element name="securityAlarmDetector" type="string"/>

    </sequence>

  </group>

  <complexType name="NotifyAckStateChanged">

    <complexContent>

      <extension base="xe:Notification">

        <sequence>

          <element name="body">

            <complexType>

              <sequence>

                <element ref="xa:probableCause"/>

                <element ref="xa:perceivedSeverity"/>

                <element ref="xa:alarmType"/>

                <element ref="xa:alarmID"/>

                <element name="ackTime" type="dateTime"/>

                <element name="ackState" type="xa:AckState"/>

                <element name="ackUserID" type="string"/>

                <element name="ackSystemID" type="string" minOccurs="0"/>

              </sequence>

            </complexType>

          </element>

        </sequence>

      </extension>

    </complexContent>

  </complexType>

  <complexType name="NotifyAlarmListRebuilt">

    <complexContent>

      <extension base="xe:Notification">

        <sequence>

          <element name="body">

            <complexType>

              <sequence>

                <element ref="xa:reason"/>

                <element name="alarmListAlignmentRequirement" 










 type="xa:AlarmListAlignmentRequirement" minOccurs="0"/>

              </sequence>

            </complexType>

          </element>

        </sequence>

      </extension>

    </complexContent>

  </complexType>

  <complexType name="NotifyChangedAlarm">

    <complexContent>

      <extension base="xe:Notification">

        <sequence>

          <element name="body">

            <complexType>

              <sequence>

                <element ref="xa:probableCause"/>

                <element ref="xa:perceivedSeverity"/>

                <element ref="xa:alarmType"/>

                <element ref="xa:alarmID"/>

              </sequence>

            </complexType>

          </element>

        </sequence>

      </extension>

    </complexContent>

  </complexType>

  <complexType name="NotifyClearedAlarm">

    <complexContent>

      <extension base="xe:Notification">

        <sequence>

          <element name="body">

            <complexType>

              <sequence>

                <element ref="xa:probableCause"/>

                <element ref="xa:perceivedSeverity"/>

                <element ref="xa:alarmType"/>

                <element ref="xa:correlatedNotifications" minOccurs="0"/>

                <element name="clearUserID" type="string" minOccurs="0"/>

                <element name="clearSystemID" type="string" minOccurs="0"/>

                <element ref="xa:alarmID"/>

              </sequence>

            </complexType>

          </element>

        </sequence>

      </extension>

    </complexContent>

  </complexType>

  <complexType name="NotifyComments">

    <complexContent>

      <extension base="xe:Notification">

        <sequence>

          <element name="body">

            <complexType>

              <sequence>

                <element ref="xa:probableCause"/>

                <element ref="xa:perceivedSeverity"/>

                <element name="comments" type="xa:CommentSet"/>

                <element ref="xa:alarmID"/>

              </sequence>

            </complexType>

          </element>

        </sequence>

      </extension>

    </complexContent>

  </complexType>

  <complexType name="NotifyNewAlarm">

    <complexContent>

      <extension base="xe:Notification">

        <sequence>

          <element name="body">

            <complexType>

              <group ref="xa:NotifyNewAlarmBodyElements"/>

            </complexType>

          </element>

        </sequence>

      </extension>

    </complexContent>

  </complexType>

  <complexType name="NotifyPotentialFaultyAlarmList">

    <complexContent>

      <extension base="xe:Notification">

        <sequence>

          <element name="body">

            <complexType>

              <sequence>

                <element ref="xa:reason"/>

              </sequence>

            </complexType>

          </element>

        </sequence>

      </extension>

    </complexContent>

  </complexType>

  <element name="NotifyAckStateChanged" type="xa:NotifyAckStateChanged"/>

  <element name="NotifyAlarmListRebuilt" type="xa:NotifyAlarmListRebuilt"/>

  <element name="NotifyChangedAlarm" type="xa:NotifyChangedAlarm"/>

  <element name="NotifyClearedAlarm" type="xa:NotifyClearedAlarm" />

  <element name="NotifyComments" type="xa:NotifyComments"/>

  <element name="NotifyNewAlarm" type="xa:NotifyNewAlarm"/>

  <element name="NotifyPotentialFaultAlarmList" type="xa:NotifyPotentialFaultyAlarmList"/>

</schema>
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4.1
Alarm IRP XML Definitions

This section provides XML definitions of Alarm IRP notifications as defined in [3]. These definitions are to be used in conjunction with Notification Log IRP XML Definitions for Notification Log IRP XML Data File and the NL IRP XML Notification Format [4], as well as considerations for NL IRP XML File Name Conventions defined therein.
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Annex A (informative):
XML schema electronic files

The electronic files corresponding to the XML schemas defined in the present document are available in native form in the following archive:

http://www.3gpp.org/ftp/specs/archive/32_series/32111-5/schema/32111-5-620-XMLSchema.zip
	End of modifications
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