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-- 7   ASN.1 definitions for the Signalling Transport Network Interface NRM

TS32-744TypeModule {itu-t(0) identified-organization(4) etsi(0) mobileDomain(0) umts-Operation-Maintenance(3) ts-32-744(744) informationModel(0) asn1Module(2) version10600(10600)}

DEFINITIONS IMPLICIT TAGS ::=

BEGIN

--EXPORTS everything

IMPORTS
ObjectInstance

   FROM CMIP-1 {joint-iso-ccitt ms(9) cmip(1) modules(0) protocol(3)}


-- 3GPP TS 32.744 related Object Identifiers

baseNodeUMTS           OBJECT IDENTIFIER ::= {itu-t(0) identified-organization(4)

                                              etsi(0) mobileDomain(0)

                                              umts-Operation-Maintenance(3)}

ts32-744               OBJECT IDENTIFIER ::= {baseNodeUMTS ts32-744(744)}

ts32-744InfoModel      OBJECT IDENTIFIER ::= {ts32-744 informationModel(0)}

ts32-744ObjectClass    OBJECT IDENTIFIER ::= {ts32-744InfoModel managedObjectClass(3)}

ts32-744Package        OBJECT IDENTIFIER ::= {ts32-744InfoModel package(4)}

ts32-744NameBinding    OBJECT IDENTIFIER ::= {ts32-744InfoModel nameBinding(6)}

ts32-744Attribute      OBJECT IDENTIFIER ::= {ts32-744InfoModel attribute(7)}

ts32-744Notification   OBJECT IDENTIFIER ::= {ts32-744InfoModel notification(10)}

-- Start of 3GPP SA5 own definitions

AdjPc ::= INTEGER

DestinationPc ::= INTEGER

FixedPriority ::= INTEGER(0…255)

LinkTPStatus ::= BIT STRING  --definition in accordance with ITU-T Q.751; all bits 0 means
                             --“available” 
   {
   localBlocked (0),

   remoteBlocked (1),

   localInhibited (2),

   remoteInhibited (3),

   failed (4),

   deactivated (5)
   }










LoadsharingInformationRouteSetNePart ::= GraphicString

MaxCapacityLS ::= REAL
MaxCapacitySL ::= REAL
MOReference ::= ObjectInstance

MtpSignPointId ::= GraphicString

NetworkIndicator ::= ENUMERATED

   {

   international      (0),

   spare              (1),

   national           (2),

   nationalSpare      (3)

   }

PointCode ::= INTEGER

PointCodeLengthType ::= ENUMERATED

   {

   bits24         (0),

   bits14         (1)

   }

RelatedObjects ::= SEQUENCE OF MOReference

SignLinkSetTpId ::= GraphicString

SignLinkSetTpPointer ::= MOReference

SignLinkTpId ::= GraphicString

SignLinkType ::= ENUMERATED

   {

   st64k      (0),

   st2m       (1)

   }

SignRouteNePartId ::= GraphicString

SignRouteSetNePartId ::= GraphicString

SlCode ::= INTEGER

SlsCode ::= INTEGER

SlsCodeNormalList ::= SEQUENCE OF SLSCode

SlsCodeCurrentList ::= SEQUENCE OF SLSCode

SpType ::= ENUMERATED

   {

   sep       (0),

   stp       (1),

   step      (2)

   }

UserLabel ::= GraphicString

END -- of module TS32-744TypeModule
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