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4.5.1
NL IRP XML Data File

The structure of the Notification Log IRP XML Data File is shown in graphical depiction below:
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Figure 4.5.1: Structure of the Notification Log IRP XML Data File
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Annex A (normative):
Configuration data file base XML schema (file name "notificationLog.xsd")

<?xml version="1.0" encoding="UTF-8"?>

<!--

 3GPP TS 32.335 Notification Log IRP

 3GPP Notification Log IRP XML Solution Definition, Schema Definition

 notificationLog.xsd



-->
<schema xmlns:xl="http://www.3gpp.org/ftp/specs/archive/32_series/32.335#notificationLog" xmlns:xe="http://www.3gpp.org/ftp/specs/archive/32_series/32.305#notification" xmlns="http://www.w3.org/2001/XMLSchema" targetNamespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.335#notificationLog" elementFormDefault="qualified" 







attributeFormDefault="unqualified">


<import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.305#notification"/>


<element name="notificationLog">



<complexType>




<all>





<element name="notificationLogHeader">






<complexType>







<all>








<element 

name="logFileVersion" type="string"/>








<element name="vendorName" type="string"/>








<element name="senderName" type="string"/>






</all>





</complexType>





</element>





<element name="notificationLogRecords" minOccurs="0">






<complexType>







<sequence minOccurs="0" maxOccurs="unbounded">








<element name="notifcationLogRecord">









<complexType>










<sequence>











<element name="logRecordId" type="string"/>











<element ref="xl:NotificationLogEntryBody"/>









</sequence>









</complexType>








</element>







</sequence>






</complexType>





</element>




</all>



</complexType>


</element>


<element name="NotificationLogEntryBody" abstract="true"/>

</schema>

	Next Modified Section


Annex B (informative):
NL IRP XML Example Notification

This annex provides an XML example notification, demonstrating the use of and the embedding into the NL IRP XML Notification Format.  This example makes use of the Alarm IRP XML Schema for Notification and demonstrates each type of Alarm IRP notification.

<?xml version="1.0" encoding="UTF-8"?>

<notificationLog xmlns="http://www.3gpp.org/ftp/specs/archive/32_series/32.335#notificationLog" xmlns:xe="http://www.3gpp.org/ftp/specs/archive/32_series/32.305#notification" xmlns:xa="http://www.3gpp.org/ftp/specs/archive/32_series/32.111-5#alarmIRPNotif" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" xsi:schemaLocation="http://www.3gpp.org/ftp/specs/archive/32_series/32.111-5#alarmIRPNotif .\alarmIRPNotif.xsd http://www.3gpp.org/ftp/specs/archive/32_series/32.305#notification .\notification.xsd">


<notificationLogHeader>



<logFileVersion>32.335 V6.2</logFileVersion>



<vendorName>String</vendorName>



<senderName>String</senderName>


</notificationLogHeader>


<notificationLogRecords>



<notifcationLogRecord>




<logRecordId>String</logRecordId>




<xa:notifyAckStateChanged>





<xa:notificationHeader>






<xe:objectInstance>DN</xe:objectInstance>






<xe:notificationId>2147483647</xe:notificationId>






<xe:eventTime>2001-12-17T09:30:47.0Z</xe:eventTime>






<xe:systemDN>DN</xe:systemDN>





</xa:notificationHeader>





<xa:probableCause>Loss Of Signal</xa:probableCause>





<xa:perceivedSeverity>Critical</xa:perceivedSeverity>





<xa:alarmType>Communications Alarm</xa:alarmType>





<xa:alarmId>String</xa:alarmId>





<xa:ackState>Acknowledged</xa:ackState>





<xa:ackUserId>String</xa:ackUserId>




</xa:notifyAckStateChanged>



</notifcationLogRecord>



<notifcationLogRecord>




<logRecordId>String</logRecordId>




<xa:notifyNewAlarm>





<xa:notificationHeader>






<xe:objectInstance>DN</xe:objectInstance>






<xe:notificationId>2147483648</xe:notificationId>






<xe:eventTime>2001-12-17T09:30:47.0Z</xe:eventTime>





</xa:notificationHeader>





<xa:probableCause>Equipment Malfunction</xa:probableCause>





<xa:perceivedSeverity>Major</xa:perceivedSeverity>





<xa:alarmType>Equipment Alarm</xa:alarmType>





<xa:vendorSpecificAlarmType>String</xa:vendorSpecificAlarmType>





<xa:specificProblem>String</xa:specificProblem>





<xa:correlatedNotifications>






<xa:correlatedNotification>







<xa:source>DN</xa:source>







<xa:notificationIdSet>








<xa:notificationId>53312</xa:notificationId>








<xa:notificationId>54490</xa:notificationId>







</xa:notificationIdSet>






</xa:correlatedNotification>






<xa:correlatedNotification>







<xa:source>DN</xa:source>







<xa:notificationIdSet>








<xa:notificationId>5331</xa:notificationId>








<xa:notificationId>5449</xa:notificationId>







</xa:notificationIdSet>






</xa:correlatedNotification>





</xa:correlatedNotifications>





<xa:backedUpStatus>true</xa:backedUpStatus>





<xa:backupObject>DN</xa:backupObject>





<xa:trendIndication>No Change</xa:trendIndication>





<xa:thresholdInfo>






<xa:attributeId>String</xa:attributeId>






<xa:observedValue>1.0</xa:observedValue>






<xa:thresholdLevel>







<xa:indication>Up</xa:indication>







<xa:low>0.5</xa:low>







<xa:high>1.2</xa:high>






</xa:thresholdLevel>






<xa:armTime>2001-12-17T09:30:47.0Z</xa:armTime>





</xa:thresholdInfo>





<xa:stateChangeDefinition>






<xa:stateValueChange>







<xa:attributeName>Administrative State</xa:attributeName>







<xa:oldValue>








<xa:administrativeState>unlocked</xa:administrativeState>







</xa:oldValue>







<xa:newValue>








<xa:administrativeState>locked</xa:administrativeState>







</xa:newValue>






</xa:stateValueChange>






<xa:stateValueChange>







<xa:attributeName>Operational State</xa:attributeName>







<xa:oldValue>








<xa:operationalState>enabled</xa:operationalState>







</xa:oldValue>







<xa:newValue>








<xa:operationalState>disbled</xa:operationalState>







</xa:newValue>






</xa:stateValueChange>





</xa:stateChangeDefinition>





<xa:monitoredAttributes>






<xa:attribueValue>







<xa:attributeName>First Attribute</xa:attributeName>







<xa:attributeValue>1</xa:attributeValue>






</xa:attribueValue>






<xa:attribueValue>







<xa:attributeName>Second Attribute</xa:attributeName>







<xa:attributeValue>2</xa:attributeValue>






</xa:attribueValue>





</xa:monitoredAttributes>





<xa:proposedRepairActions>String</xa:proposedRepairActions>





<xa:additionalText>String</xa:additionalText>





<xa:additionalInformation>






<xa:attribueValue>







<xa:attributeName>Additional Information</xa:attributeName>







<xa:attributeValue>String</xa:attributeValue>






</xa:attribueValue>





</xa:additionalInformation>





<xa:alarmId>String</xa:alarmId>




</xa:notifyNewAlarm>



</notifcationLogRecord>



<notifcationLogRecord>




<logRecordId>String</logRecordId>




<xa:notifyAlarmListRebuilt>





<xa:notificationHeader>






<xe:objectInstance>DN</xe:objectInstance>






<xe:notificationId>2147483649</xe:notificationId>






<xe:eventTime>2001-12-17T09:30:47.0Z</xe:eventTime>





</xa:notificationHeader>





<xa:reason>






<xa:predefined>Agent NE Communications Error</xa:predefined>





</xa:reason>





<xa:alarmListAlignmentRequirement>Alignment Required</xa:alarmListAlignmentRequirement>




</xa:notifyAlarmListRebuilt>



</notifcationLogRecord>



<notifcationLogRecord>




<logRecordId>String</logRecordId>




<xa:notifyChangedAlarm>





<xa:notificationHeader>






<xe:objectInstance>DN</xe:objectInstance>






<xe:notificationId>2147483651</xe:notificationId>






<xe:eventTime>2001-12-17T09:30:47.0Z</xe:eventTime>





</xa:notificationHeader>





<xa:probableCause>Loss Of Synchronization</xa:probableCause>





<xa:perceivedSeverity>Critical</xa:perceivedSeverity>





<xa:alarmType>Equipment Alarm</xa:alarmType>





<xa:alarmId>String</xa:alarmId>




</xa:notifyChangedAlarm>



</notifcationLogRecord>



<notifcationLogRecord>




<logRecordId>String</logRecordId>




<xa:notifyClearedAlarm>





<xa:notificationHeader>






<xe:objectInstance>DN</xe:objectInstance>






<xe:notificationId>2147483652</xe:notificationId>






<xe:eventTime>2001-12-17T09:30:47.0Z</xe:eventTime>





</xa:notificationHeader>





<xa:probableCause>Intrusion Detection</xa:probableCause>





<xa:perceivedSeverity>Cleared</xa:perceivedSeverity>





<xa:alarmType>Physical Violation</xa:alarmType>





<xa:clearUserId>String</xa:clearUserId>





<xa:clearSystemId>String</xa:clearSystemId>





<xa:alarmId>String</xa:alarmId>




</xa:notifyClearedAlarm>



</notifcationLogRecord>



<notifcationLogRecord>




<logRecordId>String</logRecordId>




<xa:notifyComments>





<xa:notificationHeader>






<xe:objectInstance>DN</xe:objectInstance>






<xe:notificationId>2147483653</xe:notificationId>






<xe:eventTime>2001-12-17T09:30:47.0Z</xe:eventTime>





</xa:notificationHeader>





<xa:alarmType>Integrity Violation</xa:alarmType>





<xa:probableCause>Unexpected Information</xa:probableCause>





<xa:perceivedSeverity>Major</xa:perceivedSeverity>





<xa:comments>






<xa:comment>







<xa:commentDate>2001-12-17T09:30:47.0Z</xa:commentDate>







<xa:commentText>String</xa:commentText>






</xa:comment>






<xa:comment>







<xa:commentDate>2001-12-17T09:30:47.0Z</xa:commentDate>







<xa:commentText>String</xa:commentText>







<xa:userId>String</xa:userId>







<xa:systemId>String</xa:systemId>






</xa:comment>





</xa:comments>





<xa:alarmId>String</xa:alarmId>




</xa:notifyComments>



</notifcationLogRecord>



<notifcationLogRecord>




<logRecordId>String</logRecordId>




<xa:notifyNewAlarm>





<xa:notificationHeader>






<xe:objectInstance>DN</xe:objectInstance>






<xe:notificationId>2147483653</xe:notificationId>






<xe:eventTime>2001-12-17T09:30:47.0Z</xe:eventTime>





</xa:notificationHeader>





<xa:probableCause>Key Expired</xa:probableCause>





<xa:perceivedSeverity>Critical</xa:perceivedSeverity>





<xa:alarmType>Time Domain Violation</xa:alarmType>





<xa:serviceUser>String</xa:serviceUser>





<xa:serviceProvider>String</xa:serviceProvider>





<xa:securityAlarmDetector>String</xa:securityAlarmDetector>





<xa:alarmId>String</xa:alarmId>




</xa:notifyNewAlarm>



</notifcationLogRecord>



<notifcationLogRecord>




<logRecordId>String</logRecordId>




<xa:notifyPotentialFaultyAlarmList>





<xa:notificationHeader>






<xe:objectInstance>DN</xe:objectInstance>






<xe:notificationId>2147483653</xe:notificationId>






<xe:eventTime>2001-12-17T09:30:47.0Z</xe:eventTime>





</xa:notificationHeader>





<xa:reason>






<xa:otherValue>String</xa:otherValue>





</xa:reason>




</xa:notifyPotentialFaultyAlarmList>



</notifcationLogRecord>


</notificationLogRecords>

</notificationLog>
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Annex C (informative):
NL IRP XML schema electronic files

The electronic files corresponding to the normative XML schemas defined in the present document are available in native form in the following archive:

http://www.3gpp.org/ftp/specs/archive/32_series/32.335/schema/32335-620-XMLSchema.zip
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