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	1st Modified Section


5.2.7
IOC AntennaFunction

	NRM Attributes of IOC antennaFunction in 3GPP TS 32.642 [4]
	SS Attributes
	SS Type
	Support Qualifier
	Read
	Write

	antennaFunctionId
	antennaId
	string
	O
	M
	-

	retUtranCellList
	retUtranCellList
	GenericNetworkResourceIRPSystem::AttributeTypes::MOReferenceSet
	O
	M
	M

	retTiltValue
	retTiltValue
	short
	O
	M
	M

	bearing
	bearing
	short
	O
	M
	M

	maxTiltValue
	maxTiltValue
	short
	O
	M
	M

	minTiltValue
	minTiltValue
	short
	O
	M
	M

	mechanicalOffset
	mechanicalOffset
	short
	O
	M
	M

	retGroupName
	retGroupName
	string
	O
	M
	M

	height
	height
	short
	O
	M
	M

	baseElevation
	baseElevation
	short
	O
	M
	O

	latitude
	latitude
	long
	O
	M
	O

	longitude
	longitude
	long
	O
	M
	O

	maxAzimuthValue
	maxAzimuthValue
	short
	O
	M
	M

	minAzimuthValue
	minAzimuthValue
	short
	O
	M
	M

	horizBeamwidth
	horizBeamwidth
	short
	O
	M
	M

	vertBeamwidth
	vertBeamwidth
	short
	O
	M
	M

	patternLabel
	patternLabel
	string
	O
	M
	O

	NOTE:
For all support qualifiers with the value “O”, see attribute constraints in 3GPP TS 32.642 [4].
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