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5.2.2.1.8
Session Release - PSTN initiated
The following figure shows the Diameter transactions that are required between BGCF, MGCF and CDF during a PSTN initiated session release. The BGCF is only involved if it is still in the signalling path, and if the session had been initiated from the IMS side.
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Figure : Message Sequence Chart for Session Release (PSTN initiated)

1.
The session release is initiated from PSTN.

2.
Session release continues within IMS.

3.
The reception of the release message is acknowledged.

4.
Upon reception of the release message, the MGCF sends an Accounting-Request with
Accounting-Record-Type indicating STOP_RECORD to record stop of a session in the MGCF CDR.

5.
The CDF acknowledges the reception of the data and closes the MGCF CDR.

6.
Same as 4, but for BGCF, if it is still in the signalling path.

7.
Same as 5, but for BGCF, if it is still in the signalling path.

	Next Modified Section


5.2.2.1.9
Session Release - IMS Initiated

The following figure shows the Diameter transactions that are required between BGCF, MGCF and CDF during a IMS initiated session release. 

The BGCF is only involved if it is still in the signalling path, and if the session had been initiated from the IMS side.
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Figure : Message Sequence Chart for Session Release (IMS initiated)

1.
The session release is initiated from the IMS side.

2.
A release message is sent towards PSTN.

3.
The acknowledgement of the release message is received from PSTN.

4.
Upon reception of the BYE message and if it is still in ths signalling path, the BGCF sends an Accounting-Request with
Accounting-Record-Type indicating STOP_RECORD to record stop of a session in the BGCF CDR.

5.
If the BGCF sends a STOP_RECORD, the CDF acknowledges the reception of the data and closes the BGCF CDR.

6.
Same as 4, but for MGCF.

7.
Same as 5, but for MGCF.
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