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Input to Public Enquiry of DEN/SPS-01047 v5


Subject:
LS to SPS1 on CR to GSM 09.14-A001 on correction regarding MPTY, CONF and 3PTY services

SMG3-WPB would like to thank SPS1 for their Liaison statement concerning GSM 09.14 (ISUPv3 ISDN-PLMN signalling interface).

SMG3-WPB would like to confirm that the base version of the SPS1 approved version of GSM 09.14 (DEN/SPS-01047 v5) is the version which was approved by SMG#28.
Furthermore SMG3 agrees to the comments made by SPS1 experts regarding the MPTY, CONF and 3PTY services. SMG3-WPB have taken these comments into account while drafting attached CR 09.14-A001 on correction regarding MPTY, CONF and 3PTY services.

SMG3 and SMG#30 are kindly asked to approve attached CR 09.14-A001 (R98-F).

SPS1 is kindly asked to endorse this CR and to incorporate it in DEN/SPS-01047 during the public enquiry.
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NOTE:
Malicious Call Identification is supported by the protocol, however the service is not provided for the GSM access.

6.1.1.8
Conference call, add-on (CONF) supplementary service

EN 300 356‑12 [12] applies with the exception below:

Notification messages may be sent from the ISDN to the PLMN according to ETS 300 545 [26].

NOTE:
Conference call is supported by the protocol, however the service is not provided for the GSM access. The corresponding service in GSM is the multiparty service defined by the GSM standards.

6.1.1.9
Explicit Call Transfer (ECT) supplementary service

EN 300 356‑14 [13] applies with the exceptions below:

Call Transfer Number:
Handling of call transfer number shall be made according to subclause 6.1.1.

6.1.1.10
Diversion supplementary services (Call Forwarding Unconditional (CFU) / Call Forwarding on Busy (CFB) / Call Forwarding on No Reply (CFNR) / Call Deflection (CD))

EN 300 356‑15 [14] applies with the exceptions below:

Original Called Number, Redirecting Number and Redirection Number:
Handling of original called number, redirecting number and redirection number shall be made according to subclause 6.1.1.

6.1.1.11
Call Hold (HOLD) supplementary service

EN 300 356‑16 [15] applies.

6.1.1.12
Call Waiting (CW) supplementary service

EN 300 356‑17 [16] applies.

6.1.1.13
Completion of Calls to Busy Subscriber (CCBS) supplementary service

EN 300 356‑18 [17] applies with the exception below:

If the GMSC has the knowledge that the CCBS service is not supported the diagnostics in the Release message will be set to indicate "CCBS not possible" (for cause values 17 or 34).

6.1.1.14
Completion of Calls on No Reply (CCNR) supplementary service

EN 300 356‑20 [19] applies with the exception below:

NOTE:
Completion of Calls on No Reply is supported by the protocol, however the service is not provided for the GSM access.

6.1.1.15
Three party (3PTY) supplementary service

EN 300 356‑19 [18] applies with the exceptions below:

Notification messages may be sent from the ISDN to the PLMN according to ETS 300 545 [26].

NOTE:
Three party is supported by the protocol, however the service is not provided for the GSM access. The 3PTY service can be a part of the multiparty service as defined by the GSM standards.

6.2
Considerations on GSM unique supplementary services

6.2.1
Call Forwarding on Mobile Subscriber Not Reachable (CFNRc) supplementary service

EN 300 356‑15 [14] applies with the exceptions below:

Original Called Number, Redirecting Number and Redirection Number:
Handling of original called number, redirecting number and redirection number shall be made according to subclause 6.1.1. For calls that have been redirected (because of mobile subscriber not reachable) via the GSM-system, the Redirecting Reason shall be set to Mobile Subscriber Not Reachable.

6.2.2
Advice of Charge (AoC) supplementary service

No impact on the ISDN-PLMN- interface. The service is described in ETS 300 547 [28].

6.2.3
Call Barring (CB) supplementary service

No impact on the ISDN-PLMN interface. The service is described in ETS 300 548 [29].

6.2.4
Unstructured Supplementary Service Data (USSD)

No impact on the ISDN-PLMN interface. The service is described in ETS 300 549 [30].

6.2.5
Calling Name Presentation supplementary service (CNAP)

No impact on the ISDN-PLMN interface. The service is described in TS 101 395 [XX].

6.2.6
Multiple Subscriber Profile (MSP) supplementary service

No impact on the ISDN-PLMN interface. The service is described in TS xxx xxx [xx].
6.2.7
Multi Party (MPTY) supplementary service
The service is described in ETS 300 545 [26].

Notifications messages of the MPTY supplementary service may be mapped on the ISDN-PLMN interface into notification messages of the ISDN Conference call (CONF) supplementary service defined in EN 300 356‑12 [12].
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Please ensure that any changes proposed adhere to the following rules:







SHALL: To be used to indicate a requirement. e.g. "The ME shall reset the SIM" is correct Do not use "The ME resets the SIM" or "the ME must reset the SIM"







SHOULD: To be used to indicate recommendation. i.e. if, among several possibilities one is recommended as particularly suitable, without mentioning or excluding others, or that a certain course of action is preferred but not necessarily required, or that (in the negative form) a certain possibility or course of action is deprecated but not prohibited.







MAY: To be used to indicate permission. To be used instead of phrases such as "is permitted", "is allowed" or is permissible". The opposite of "may" is "need not".







CAN: To be used to indicate possibility and capability. To be used instead of phrases such as "be able to", "there is a possibility of" or "it is possible to".







Visit the EditHelp page on the ETSI server (http://www.etsi.org/EditHelp/ ) for further practical information about ETSI deliverables, including the ETSI drafting rules.
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The header:



a)	The header, including the committee or working party (e.g. ETSI SMG9 UMTS working Party), the tdoc number (to be obtained from PT SMG) and the meeting location and date.







The title box:



b)	The change request number. This is a 4 character string unique for each specification. It starts with an A and followed by 3 digits e.g. A123. This is allocated by the PT SMG project manager of the relevant STC.



c)	The GSM specification number (e.g. 09.02). The ETS/EN/TS number shall not be used.



d)	The SMG plenary number to which this CR will be submitted to if it gets agreed at the STC  meeting. (e.g. #29 for the June '99 SMG plenary, #30 (October 99), #31 (November 1999) or #32 (February 2000). If the specification in question is only under STC change control (there are not currently many specifications under this regime), the STC meeting number shall be used instead.



e)	for approval/for information: one box only shall be marked with an "X"



f)	Strategic / non-strategic. one box only shall be marked with an "X". The default is "non-strategic" but it is the chairman of the STC responsible for the specification who shall decide.
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g)	At least one box shall be marked with an "X"







Work item:	



h)	The name of the GSM phase 2+ work item for which the CR is relevant.







Source:



h)	The company name of the author of the CR. If the CR has already been agreed at a subgroup/working party meeting, the subgroup name should be used instead. (the working party tdoc number should also be included)



Subject:



I)	One line (only) of text that describes the subject of the CR. Details should be put under "reason for change"



	good examples:	"Clarification to FETCH command"



				"Alignment of operation and parameter names"



	recently used



	bad examples:	"correction"



				"editorial correction"



				"correction to GSM xx.yy"



				"various improvements"



Category and release:



j)	Choose one category only. Note that except under special circumstances, category B (addition of feature) and category C (functional modification of feature) can only be done to a current release of the specification. i.e. after the release 98 has been frozen (at SMG #28) only category F changes may be submitted for R98.



k)	The release to which this CR applies. Note that if you make a correction to a release 96 specification, other CRs shall also be made for the release 97 and release 98 versions if they exist.
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l)	This should be 1 to 10 lines of text that describes in further detail the reasons why the change is necessary and / or how the change is done.
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m)	Each subclause that is affected by the change should be listed here. New subclause number can be followed by " (new) ".







Other specs affected:



n)	Other releases of the same spec: if, for example this is a release 97 CR but there is also a CR for R98, it should be listed here. The format for listing other CRs is, for example, 11.14-A123.



	Other core specifications: to be used if the CR is linked to a CR for another specification.



	MS test specifications: to be used if a change is needed to GSM 11.10.



	BSS test specifications: to be used if a change is needed to the 11.2x series.



	O&M specifications: to be used if a change is needed to the 12 series specifications.








