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Introduction:

This document contains “22” CRs agreed by TSG_N WG1 and forwarded to TSG_N Plenary meeting #6 for approval.
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CR
Rev
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New Ver
Subject

N1-99C35
04.64
A115

A
R99
8.1.0
8.2.0
A-bit interpretation contradiction

N1-99C34
04.64
A114

A
R98
7.1.0
7.2.0
A-bit interpretation contradiction

N1-99C33
04.64
A113

F
R97
6.5.0
6.6.0
A-bit interpretation contradiction

N1-99E79
04.08
A941
1
F
R97
6.5.0
6.7.0
Addition of APN in Request PDP context activation reject message

N1-99E78
04.08
A939
1
A
R98
7.2.0
7.4.0
Addition of APN in Request PDP context activation reject message

N1-99E80
24.008
043
2
A
R99
3.1.0
3.2.0
Addition of APN in Request PDP context activation reject message

N1-99D24
24.008
047

A
R99
3.1.0
3.2.0
Clarification of DRX

N1-99E11
04.65
A060

B
R97
6.5.1
6.6.0
Including explicit parameters in SNDCP XID responses

N1-99E12
04.65
A061

A
R98
7.1.1
7.2.0
Including explicit parameters in SNDCP XID responses

N1-99D26
23.003
011
1
B
R99
3.2.0
3.3.0
Introduction of Reserved Service Labels in the APN

N1-99D25
24.008
043
1
C
R99
3.1.0
3.2.0
Network Requested PDP Context Activation

N1-99E90
04.64
A122
2
F
R97
6.5.1
6.6.0
Peak throughput class to be used in GRR-DATA-REQ

N1-99E91
04.64
A123
2
A
R98
7.1.1
7.2.0
Peak throughput class to be used in GRR-DATA-REQ

N1-99E92
04.64
A124
2
A
R99
8.1.1
8.2.0
Peak throughput class to be used in GRR-DATA-REQ

N1-99E10
04.65
A059

A
R98
7.1.1
7.2.0
Using LL-Establish to negotiate protocol control information compression entities

N1-99E09
04.65
A058

F
R97
6.5.1
6.6.0
Using LL-Establish to negotiate protocol control information compression entities

N1-99E06
04.64
A116

F
R97
6.5.1
6.6.0
Values for the maximum I frame buffer size (m)

N1-99E07
04.64
A117

A
R98
7.1.1
7.2.0
Values for the maximum I frame buffer size (m)

N1-99E08
04.64
A118

A
R99
8.1.1
8.2.0
Values for the maximum I frame buffer size (m)

N1-99F32
24.008
040
3
B
R99
3.1.0
3.2.0
Introduction of Follow-on mechanism for PS

N1-99F31
24.008
039
4
B
R99
3.1.0
3.2.0
Service Request

N1-99F30
24.008
064
4
B
R99
3.1.0
3.2.0
UMTS adaptation to section 4.7.1

