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Introduction:

This document contains “20” CRs agreed by TSG_N WG1 and forwarded to TSG_N Plenary meeting #6 for approval.

Tdoc 
Spec
CR
Rev
CAT
Rel.
Old Ver
New Ver
Subject

N1-99F53
24.011
001
6
B
R99
3.0.0
3.1.0
Using MM sublayer for PS-SMS message transfer

N1-99F03
24.007
003
5
B
R99
3.1.0
3.2.0
Using MM sublayer for PS-SMS message transfer

N1-99D14
24.007
004
1
C
R99
3.1.0
3.2.0
Uplink L3 sequence numbering

N1-99D15
24.008
041
1
C
R99
3.1.0
3.2.0
Uplink L3 sequence numbering

N1-99E89
24.008
069
1
F
R99
3.1.0
3.2.0
24.008 Vocabulary

N1-99F01
24.008
081
1
B
R99
3.1.0
3.2.0
Alignment of MM for R99

N1-99F07
24.008
082
1
B
R99
3.1.0
3.2.0
Attach procedure for R99

N1-99F35
24.008
060
1
B
R99
3.1.0
3.2.0
Change of network mode of operation

N1-99E37
24.008
058
1
B
R99
3.1.0
3.2.0
Detach procedure

N1-99E44
24.008
080

B
R99
3.1.0
3.2.0
Identity procedure

N1-99E40
24.008
061
1
B
R99
3.1.0
3.2.0
MS modes of operation in UMTS

N1-99E62
24.008
085

B
R99
3.1.0
3.2.0
Paging for R99

N1-99E35
24.008
056
1
B
R99
3.1.0
3.2.0
Periodic RA Update Timer function and Mobile Reachable Timer function forUMTS and clarification that the substate SUSPENDED is applicable for GSMonly

N1-99E65
24.008
057
1
B
R99
3.1.0
3.2.0
P-TMSI reallocation procedure

N1-99F34
24.008
054
3
B
R99
3.1.0
3.2.0
READY timer not applicable for UMTS

N1-99F08
24.008
083
1
B
R99
3.1.0
3.2.0
Routing Area updating procedure for R99

N1-99F52
24.008
089
1
C
R99
3.1.0
3.2.0
Transaction Identifier Extension

N1-99F36
24.008
059
2
B
R99
3.1.0
3.2.0
UMTS <--> GPRS Intersystem change (handover)

N1-99F05
24.008
033
5
C
R99
3.1.0
3.2.0
Updating Session Management (SM) for R99

N1-99F00
24.008
053
2
B
R99
3.1.0
3.2.0
GMM State Model for UMTS

