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Abstract of document:

03.22 split to GSM radio and UMTS CN parts.

Changes since last presentation to Meeting #:

This proposed TS has not been presented to any TSG plenary before. 

The contents of the proposed TS is copied over from 03.22 V 8.2.0 which has been used as the template for the split. The intention has been that no functional changes should be caused by the split and the only modifications to the meaning of the text are cases where there has been a clear contradiction or redundant/incorrect text has existed in the specification. 

The principle has been that common CN related issues like PLMN selection and location registration procedures have been defined in UMTS 23.xxx (23.122 is being proposed). These procedures are applicable to GSM and UMTS.

GSM related cell selection issues are covered in 03.22 and there is a 03.22 CR linked with this document proposing to remove CN items from 03.22. The remaining cell selection procedures cover only GSM cell selection.

The section numbering has been kept as it is in 03.22 for external references. For the new specification the sections have been renumbered to eliminate deleted sections. References have been corrected in both 03.22 and 23.xxx.

The reason why it is presented here is that this urgent change needs to be implemented at the same time as other R99 CRs on 03.22 and 23.022 are being implemented.

No change to releases before R99 is proposed.

After the split there will be GSM cell selection specification in 03.22 and GSM + UMTS MS NAS idle mode procedures in 23.122. This makes 23.022 redundant and if the split is approved then 23.022 should be deleted.

Documents for TSGN #6 and SMG2:


TSGN #6
SMG2

23.122
For approval
For information

03.22
For information
For approval

Outstanding Issues:

This list of outstanding issues is not the consequence of the split. These items were identified when working on the split:

· The service interface between AS and NAS needs to be defined. (e.g. NAS requesting available PLMN information, background search or search for any network to find service, AS informing NAS abour search results,...) A new section in 23.122 seems a suitable way forward.

· PLMN search during RRC connection would be possible. This has been considered for Compact EDGE but the applicability of the concept should be studied for GPRS as well. See also HPLMN search for "in VPLMN in home country"

· Regional provision of service concept will change in UMTS as the LA information given to MS may not be as stricly dependent on the geographical location of the MS as it is in case of GSM.

· SoLSA over UTRAN has not been specified.

· UTRAN support for a substitute of CELL_RELESECT_HYSTERESIS needs to be defined. If the MS is moving in a border area between LAs/RAs, it might repeatedly change between cells of different areas. 

· Congestion control over UTRAN: due to problems in certain areas, Network Operators may decide to restrict access from some MSs (e.g., in case of congestion), and for this reason an access control mechanism must be provided.

· High quality signal needs to be defined in UTRAN. For GSM the threshold –85 dBm has been defined already.

Contentious Issues:

