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The LS 30 from S2 requests the change of naming when referring to primary and secondary PDP contexts. All these contexts should be treated equally, except than one of them must define the PDP address and APN.
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Other 
comments:


7.3.1
Create PDP Context Request

For contexts created by the Secondary PDP Context Activation Prosedure the SGSN shall include the Linked NSAPI. Linked NSAPI indicates the NSAPI assigned to any one of the already activated PDP contexts for this PDP address and APN.. 
The Secondary PDP Context Activation Prosedure may be executed without providing a Traffic Flow Template (TFT) to the newly activated PDP context if all other active PDP contexts for this PDP address and APN already have an associated TFT, otherwise a TFT shall be provided. TFT is used for packet filtering in the GGSN.
When using the Secondary PDP Context Activation Prosedure, , the Selection mode, MSISDN, End User Address, Access Point Name and Protocol Configuration Options information elements shall not be included in the message.

Table 4: Information elements in a Create PDP Context Request 

Information element
Presence requirement
Reference

IMSI
Conditional
7.7.2

Recovery
Optional
7.7.11

Selection mode
Mandatory
7.7.12

Tunnel Endpoint Identifier Data I
Mandatory
7.7.13

Tunnel Endpoint Identifier Signalling
Mandatory
7.7.14

End User Address
Conditional
7.7.17

Access Point Name
Conditional
7.7.20

Protocol Configuration Options
Conditional
7.7.21

SGSN Address for signalling
Mandatory
GSN Address 7.7.22

SGSN Address for user traffic
Mandatory
GSN Address 7.7.22

MSISDN
Conditional
7.7.23

Quality of Service Profile
Mandatory
7.7.25

Private Extension
Optional
7.7.26

TFT
Conditional
7.7.28

NSAPI
Mandatory
7.7.30

Linked NSAPI
Conditional
7.7.30
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