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Reason for 
change:

Due to the implicit disarming of DPs, the current process of gsmSSF may end in idle state even if the other leg should still be kept monitored in CF case.  To avoid this problem, the followings are proposed.

1. If one of the DPs, Busy/No_answer/Route_select_failure, is armed in the notification mode or not armed at all, the gsmSSf should end up in the Idle state in any case.

2. In the above case, implicit disarming of DPs shall be done at the earlier stage followed by checking remaining armed EDPs or outstanding reports.  Handle_FCI shall be done after all the checkings. 
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Other 
comments:
This CR shall be actively supported by all relevant manufacturing companies (C3)


(1) DP is not encountered due to Call Forwarding

Let's have a look at the branches, where the DP is armed in Notification Mode or is not armed at all:

"Implicit disarming of DPs" is performed, which means in this case, that all DPs armed for leg 2 are disarmed implicitely. Afterwards, it is checked, whether there remain still armed DPs. If so, the gsmSSF moves to Monitoring, otherwise it moves to Idle. E.g. if DP Abandon is armed, the gsmSSF would move to Monitoring. However, this is not correct:

In any case, the gsmSSF sends an Int_Continue. This leads to continuation of call processing, which means in this case, that the call is released. Consequently no DP armed for leg 1 will be reached anymore!

Conclusion:

If the DP Busey/No_Answer/Route_Select_Failure is armed in Notification Mode or not armed at all, the gsmSSF should end up in the Idle state in any case. 

This change would also match with the call of "Handle_CIR" in the above mentioned branches: Calling of this procedure means, that the SSF knows, that both legs will be released! 

(2) DP is encountered due to Call Forwarding

Let's again have a look at the branches, where the DP is armed in Notification Mode or is not armed at all:

CIR is handled for leg 2. Furthermore the FCI_record for leg 2 is completed and the DPs for this leg are disarmed. Because leg 1 is not released in this case, the gsmSSF should remain in state Monitoring, if e.g. DP Abandon or Disconnect(leg1) is armed. But it is not obvious, what the further consequences are:

Does leg 2 no longer exist for the gsmSSF?

How should an FCI for leg 2 be handled? Rejected? Ignored? 

The proposal in this CR clarifies the open items:

In the above case, implicit disarming of DPs shall be done at the earlier stage followed by checking remaining armed EDPs or outstanding reports.  Handle_FCI shall be done after all the checkings. 
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Figure 45r: Process gsmSSF (sheet 20)
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