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*** Next change in clause 10 ***

10.3.1.1
Any Time Subscription Interrogation Request

10.3.1.1.1
Description

This IF is used to request subscription information from the HLR at any time.

10.3.1.1.2
Information Elements

The following information elements are required:

	Information element name
	Required
	Description

	GsmSCF Address
	M
	This IE indicates the address of the interrogating gsmSCF.

	Requested Info
	M
	This IE indicates the type of subscriber information being requested:
This shall consist of one or more of the following list:
-
supplementary service list, described in a table below

-
Operator Determined Barring

-
CAMEL Subscription Information, described in a table below

-
supported CAMEL phases in VLR

-
supported CAMEL phases in SGSN

	Subscriber Identity
	M
	This IE identifies the subscriber for which the information is requested. The identity shall be either:
-
IMSI, or
-
MSISDN


M
Mandatory (The IE shall always be sent).
CR editor’s note: Yellow shading parts above have already been approved by CN2 (CR 23.078-228r3, N2-000550)

Supplementary service list contains a list of supplementary services, each of which contains the following information:

	Information element name
	Required
	Description

	SS code
	M
	This IE indicates a supplementary service as defined in 3G TS 22.004 [25].
Only the Call Forwarding and Call Barring supplementary services are allowed for this IE.

	Basic Service
	O
	See 3G TS 22.002 [24].


M
Mandatory (The IE shall always be sent).

O
Optional (Service Logic Dependent).

CAMEL subscription information contains the following information:

	Information element name
	Required
	Description

	CAMEL subscription information
	M
	This IE indicates which CAMEL Subscription Information is requested. It shall consist of  one or more of the following elements:
O-CSI/T-CSI/VT-CSI/TIF-CSI/GPRS-CSI/SMS-CSI/SS-CSI/M-CSI/D-CSI


M
Mandatory (The IE shall always be sent).




