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First modified section

1
Scope

The present document defines Terminal Adaptation Functions (TAF) which are integrated in a Mobile Termination (MT) and which enable the use of synchronous bearer services in the PLMN and the attachment of Synchronous synchronous Terminals terminals to an MT (see 3GPP TS 24.002 [3]). For the case where asynchronous terminals are attached to the TAF when using synchronous bearer services in the PLMN, the reader is referred to 3GPP TS 27.002 [36] for the asynchronous MT-TAF interface specifics and to the present document for synchronous bearer service specifics on the TAF-IWF interface. The general aspects of Terminal Adaptation Functions are contained in specification 3GPP TS 27.001 [9]. The present document covers support of synchronous data services (see 3GPP TS 22.002 [6]) for the following interfaces and procedures:

‑
V.22 [15]
DTE/DCE Interface;

‑
V.22 bis [16]
DTE/DCE Interface;

‑
V.26 ter [19]
DTE/DCE Interface;

‑
X.21 bis [24]
DTE/DCE Interface;

‑
X.32 [30]
Procedure;

‑
V.25 bis [18]
Procedure;


NOTE:
From R99 onwards the support of the following services are no longer required by a PLMN:

-
the dual Bearer Services "alternate speech/data" and "speech followed by data";

-
the dedicated services for PAD and Packet access;

-
BS 21 ... 26 and BS 31 ... 34.

From REL-4 onwards the support of the following service is no longer required by a PLMN:

· the synchronous Bearer Service non-transparent (BS 30 NT).

· the Teleservice Facsimile non-transparent (TS 61/62 NT) for GSM.

The support of these services is still optional. The specification of these services is not within the scope of the present document. For that, the reader is referred to GSM R98 or R99 respectively.

End of modified section

Next modified section

2.1
Abbreviations 

In addition to the abbreviations listed below, the present document also uses termslisted in 3GPP TR 21.905 [10] and 3GPP TS 01.04 [1].



EDGE
Enhanced Data for Global Evolution


IrDA
Infrared Data Association

IrPHY
InfraredPHYsical layer

ITU-T
ITU-Telecommunication Standardization Sector
MUX
Multiplexer

PCMCIA
Personal Computer Memory Card Association

PC
Personal Computer

End of modified section
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Annex A (normative):
L2R Functionality

Void




























































End of last modified section
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