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**** Modified Section ****
11.20
ContinueWithArgument Procedure

…

11.20.1.1
Parameters

-
alertingPattern:
This parameter indicates the type of alerting to be applied. It is defined in 3GPP TS 29.002 [13].

-
serviceInteractionIndicatorsTwo:
This parameter contains indicators which are exchanged between the gsmSSF and the gsmSCF to resolve interactions between IN based services and network based services.

-
callingPartysCategory:
This parameter indicates the type of calling party (e.g., operator, pay phone, ordinary subscriber).

-
genericNumbers:
This parameter allows the gsmSCF to set the Generic Number parameter used in the network. It is used for transfer of Additional Calling Party Number.

-
suppressionOfAnnouncement:
This parameter indicates that announcements and tones which are played in the exchange at non‑successful call set‑up attempts shall be suppressed.

-
Carrier:
This parameter indicates carrier information. It consists of the carrier selection field followed by the Carrier ID information to be used by gsmSSF for routing a call to a carrier.


It comprises the following embedded sub-parameter:

-
carrierSelectionField
This parameter indicates how the selected carrier is provided (e.g. pre-subscribed). 

-
carrierID
This alternative indicates the carrier to use for the call. It contains the digits of the carrier identification code.

-
naOliInfo:
This parameter contains originating line information which identifies the charged party number type to the carrier.

-
ChargeNumber:
This parameter contains the number that identifies the entity to be charged for the call. It identifies the chargeable number for the usage of a carrier (applicable on a call sent into a North American long distance carrier). For a definition of this parameter refer to ANSI ISUP T1.113 [53].

-
cug-Interlock:
This parameter uniquely identifies a CUG within a network.

-
cug-OutgoingAccess:
This parameter indicates if the calling user has subscribed to the outgoing access inter-CUG accessibility subscription option.


**** End of Document ****
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