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	Suppose that a subscriber is provided with the Multiple Subscriber Profile (MSP) service described in 3GPP TS 23.097, and he has VT-CSI stored in the VLR. The subscriber receives an MT call
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	Add some more conditions for the presence of MSISDN in Provide Roaming Number

	
	

	Consequences if 
(

not approved:
	When contacted by VLR for a terminating call, the gsmSCF will always return information for the default profile for a subscriber having the MSP service, making the subscription to this service far less valuable for the user.

	
	

	Clauses affected:
(

	8.3.1

	
	

	Other specs
(

	
	 Other core specifications
(

	

	affected:
	
	 Test specifications
	

	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at: http://www.3gpp.org/3G_Specs/CRs.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

****    FIRST MODIFIED SECTION    ****

8.3.3
Provide Roaming Number

The following information elements are required:

	Information element name
	Required
	Description

	IMSI
	M
	IMSI of the B subscriber (see 3GPP TS 23.003 [5]).

	MSC number
	M
	E.164 number which identifies VMSCB (see 3GPP TS 23.003 [5]).

	MSISDN
	C
	E.164 number which identifies the B subscriber. 
It shall be present if the following 3 conditions are all satisfied:

1. the MSISDN is different from the basic MSISDN
2. the subscriber has VT-CSI stored in HLR

3. the VLR has indicated support for CAMEL Phase 3 or later 

It may be present if the HLR requires it to be included in the call data record.

	LMSI
	C
	Local Mobile Subscriber Identity. Shall be present if the LMSI was sent to HLRB at location updating.

	GSM bearer capability
	C
	Information to define the GSM bearer capability required for the call. For alternate speech/fax, alternate speech/data or speech followed by data calls this information element shall contain two GSM bearer capabilities, as specified in 3GPP TS 24.008. May be present if the HLR can determine the required GSM bearer capability from ISDN compatibility information received in the Send Routeing Info message, or from the MSISDN if a multi-numbering scheme is used; otherwise shall be absent. If the ISDN BC and ISDN LLC IEs are present, the GSM bearer capability IE shall be absent.

	ISDN BC
	C
	ISDN bearer capability. May be present if the HLR received it in the Send Routeing Info message, otherwise shall be absent. If the GSM bearer capability IE is present, the ISDN BC IE shall be absent.

	ISDN LLC
	C
	ISDN lower layer compatibility. May be present if the HLR received it in the Send Routeing Info message, otherwise shall be absent. If the GSM bearer capability IE is present, the ISDN LLC IE shall be absent.

	ISDN HLC
	C
	ISDN higher layer compatibility. Shall be present if the HLR received it in the Send Routeing Info message, otherwise shall be absent.

	Alerting Pattern
	C
	Shall be present if the HLR has determined an alerting category or an alerting level for the MT call configuration; otherwise shall be absent.

	Pre-paging supported
	C
	Shall be present if the HLR has determined that pre-paging is supported in the GMSC and the HLR, otherwise shall be absent.


****    END OF MODIFICATIONS    ****
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