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Reason for change:
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In the TS 23.278 in the procedure performed for the comparison of the destination number triggering criterion and the address information, it is unclear whether the modification of number has to be done on the address information and on destination number triggering criterion or only on the address information.




Summary of change:
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The modification of number has to be done on the address information and on the destination number triggering criterion as well.
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not approved:
Many interpretations may be done by different providers and may lead to unpredictable behaviour

So the subscriber will not have their subscribed IN services in roaming cases.
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–– For information––

4.3.2.2
Criteria at DP Analysed_Information

4.3.2.2.1
General

The following criteria are applicable for DP Analysed_Information:

-
Destination number triggering criterion: The HLR may store a list of up to 10 destination numbers. There is no restriction on the nature of address. There is no restriction on the numbering plan indicator.

For MO calls, triggering at DP Analysed_Info shall be based on the destination number received in the Connect operation from the gsmSCF during a Mobile Originating CAMEL Service.

–– modified section––

4.3.2.2.2
Number comparison

The following procedure shall be performed for the comparison of the destination number triggering criterion and the address information in the given order.

1.
The numbering plan indicators of both numbers are ignored.

2.
The type of number/nature of address indicators of both numbers are compared. If there is a match of the type of number indicator, then the check shall be performed by comparing the digits as defined in step 6. If there is no match of the type of number the comparison procedure shall continue as follows.

3.
If either or both of the address information and destination number triggering criterion includes a type of number/nature of address indicator other than "unknown", "national (significant) number" or "international number" then the destination number does not match the destination number triggering criterion. Otherwise the comparison procedure shall continue as follows.

4.
If there is a number (address information or destination number triggering criterion) with type of number/nature of address "unknown" this number shall be translated based on the numbering plan of the serving entity in either of the following ways:

-
if the leading digits refer to an international prefix, those digits shall be removed and the type of number/nature of address shall be set to "international number".

-
if the leading digits refer to a national (trunk) prefix, those digits shall be removed and the type of number/nature of address shall be set to "national (significant) number".

If the leading digits refer neither to an international prefix nor to a national (trunk) prefix, then the destination number does not match the destination number triggering criterion.

If there is a match of the type of number/nature of address indicator after this number modification, then the check shall be performed by comparing the digits as defined in step 6, otherwise the comparison procedure shall continue as follows.

5.
If the type of number/nature of address of the address information or of the destination number triggering criterion is "national (significant) number" this number shall be translated based on the numbering plan of the serving entity to international format by adding the country code of the serving entity to the number string. After this modification both numbers shall be in international format and shall be checked by comparing the digits as defined in step 6.

6
If the number digits of the address information are compared with the number digits of the destination number triggering criterion, then there is a match if:

-
the destination number is at least as long as the destination number string of the destination number triggering criterion; and

-
all the digits in the destination number string of the destination number triggering criterion match the leading digits of the destination number.

The check described in this clause shall be repeated for every number contained in the destination number triggering criterion of the D-IM-CSI until a match is recognised and DP Analysed_Info is triggered, or until all the destination numbers have been checked without a match being recognised. In the latter case DP Analysed_Info is not triggered.
–– End of CR ––
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