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FIRST PROPOSED CHANGE
A.1.3
Roles

Table A.2: Roles

	Item
	Roles
	Reference
	RFC status
	Profile status

	1
	User agent
	
	o.1
	o.1

	2
	Proxy 
	
	o.1
	o.1

	o.1:
It is mandatory to support exactly one of these items.

	NOTE:
For the purposes of the present document it has been chosen to keep the specification simple by the tables specifying only one role at a time. This does not preclude implementations providing two roles, but an entirely separate assessment of the tables shall be made for each role.


Table A.3: Roles specific to this profile

	Item
	Roles
	Reference
	RFC status
	Profile status

	1
	UE
	
	n/a
	o.1

	2
	P-CSCF
	
	n/a
	o.1

	3
	I-CSCF
	
	n/a
	o.1

	4
	S-CSCF
	
	n/a
	o.1

	5
	BGCF
	
	n/a
	o.1

	6
	MGCF
	
	n/a
	o.1

	7
	AS
	
	n/a
	o.1

	7A
	AS acting as terminating UA, or redirect server
	
	n/a
	c2

	7B
	AS acting as originating UA
	
	n/a
	c2

	7C
	AS acting as a SIP proxy
	
	n/a
	c2

	7D
	AS performing 3rd party call control
	
	n/a
	c2

	8
	MRFC
	
	n/a
	o.1

	c2:
IF A.3/7 THEN o.2 ELSE n/a - - AS
o.1:
It is mandatory to support exactly one of these items. 
o.2:
It is mandatory to support at least one of these items.

	NOTE:
For the purposes of the present document it has been chosen to keep the specification simple by the tables specifying only one role at a time. This does not preclude implementations providing two roles, but an entirely separate assessment of the tables shall be made for each role.



SECOND PROPOSED CHANGE
A.2.1.2
Major capabilities

Table A.4: Major capabilities

	Item
	Does the implementation support
	Reference
	RFC status
	Profile status

	
	Capabilities within main protocol
	
	
	

	1
	client behaviour for registration?
	[26] subclause 10.2
	m
	c3

	2
	registrar?
	[26] subclause 10.3
	o
	c4

	3
	client behaviour for session requests?
	[26] subclause 13.2
	m
	o

	4
	server behaviour for session requests?
	[26] subclause 13.3
	m
	o

	5
	session release?
	[26] subclause 15.1
	m
	c1

	6
	timestamping of requests?
	[26] subclause 8.2.6.1
	o
	o

	7
	authentication between UA and UA?
	[26] subclause 22.2
	o
	o

	8
	authentication between UA and registrar?
	[26] subclause 22.2
	o
	n/a

	9
	server handling of merged requests due to forking
	[26] 8.2.2.2
	m
	m

	10
	client handling of multiple responses due to forking
	[26] 13.2.2.4
	m
	m

	11
	insertion of date in requests and responses?
	[26] subclause 20.17
	o
	o

	12
	downloading of alerting information?
	[26] subclause 20.4
	o
	o

	
	Extensions
	
	
	

	13
	The SIP INFO method?
	[25]
	o
	n/a

	14
	Reliability of provisional responses in SIP?
	[27]
	o
	m

	15
	the REFER method?
	[36]
	o
	o

	16
	Integration of resource management and SIP?
	[30]
	o
	m

	17
	the SIP UPDATE method
	[29]
	c5
	m

	18
	SIP extensions for caller identity and privacy?
	[34]
	o
	m

	19
	SIP extensions for media authorization?
	[31]
	o
	m

	20
	SIP specific event notification
	[28]
	o
	o

	21
	the use of NOTIFY to establish a dialog
	[28] 4.2
	o
	n/a

	22
	acting as the notifier of event information
	[28]
	c2
	c2

	23
	acting as the recipient of event information
	[28]
	c2
	c2

	24
	Path Extension Header for Establishing Service Route with SIP REGISTER
	[35]
	o
	c6

	25
	extensions to the Session Initiation Protocol (SIP) for Network Asserted Identity within Trusted Networks
	[34]
	o
	m

	26
	a Privacy Mechanism for the Session Initiation Protocol (SIP)
	[33]
	o
	m

	27
	a messaging mechanism for the Session Initiation Protocol (SIP)
	[50]
	o
	c7

	c1:
IF A.4/3 OR A.4/4 THEN m ELSE o.

c2:
IF A.4/20 THEN o.1 ELSE n/a.

c3:
IF A.3/1 OR A.3/4 THEN m ELSE n/a - - UA or S-CSCF functional entity.

c4:
IF A.3/4 OR A.3/7 THEN m ELSE n/a - - S-CSCF or AS functional entity.

c5:
IF A.4/16 THEN m ELSE o - - integration of resource management and SIP.

c6:
IF (A.150/3 AND A.150/4) THEN m ELSE n/a. - - S-CSCF acting as registrar.

c7:
IF A.3/1 OR A.3/7B OR A.3/7D THEN m ELSE n/a - - UE or AS acting as originating UA, or AS performing 3rd party call control
o.1:
At least one of these capabilities is supported.


FOR INFORMATION, NO CHANGE PROVIDED
A.2.1.3
PDUs

Table A.5: Supported methods

	Item
	PDU
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	ACK request
	[26] 13
	m
	m
	[26] 13
	m
	m

	2
	BYE request
	[26] 15.1
	o
	
	[26] 15.1
	o
	

	3
	BYE response
	[26] 15.1
	o
	
	[26] 15.1
	o
	

	4
	CANCEL request
	[26] 9
	o
	
	[26] 9
	o
	

	5
	CANCEL response
	[26] 9
	o
	
	[26] 9
	o
	

	6
	INFO request
	[25] 2
	c2
	n/a
	[25] 2
	c2
	n/a

	7
	INFO response
	[25] 2
	c2
	n/a
	[25] 2
	c2
	n/a

	8
	INVITE request
	[26] 13
	m
	m
	[26] 13
	m
	m

	9
	INVITE response
	[26] 13
	m
	m
	[26] 13
	m
	m

	9A
	MESSAGE request
	[50] 4
	c7
	c7
	[50] 7
	c7
	c7

	9B
	MESSAGE response
	[50] 4
	c7
	c7
	[50] 7
	c7
	c7

	10
	NOTIFY request
	[28] 8.1.2
	c4
	c4
	[28] 8.1.2
	c3
	c3

	11
	NOTIFY response
	[28] 8.1.2
	c3
	c3
	[28] 8.1.2
	c4
	c4

	12
	OPTIONS request
	[26] 11
	m
	m
	[26] 11
	m
	m

	13
	OPTIONS response
	[26] 11
	m
	m
	[26] 11
	m
	m

	14
	PRACK request
	[27] 6
	c5
	c5
	[27] 6
	c5
	c5

	15
	PRACK response
	[27] 6
	c5
	c5
	[27] 6
	c5
	c5

	16
	REFER request
	[36] 3
	c1
	c1
	[36] 3
	c1
	c1

	17
	REFER response
	[36] 3
	c1
	c1
	[36] 3
	c1
	c1

	18
	REGISTER request
	[26] 10
	o
	
	[26] 10
	n/a
	

	19
	REGISTER response
	[26] 10
	n/a
	
	[26] 10
	m
	

	20
	SUBSCRIBE request
	[28] 8.1.1
	c3
	c3
	[28] 8.1.1
	c4
	c4

	21
	SUBSCRIBE response
	[28] 8.1.1
	c4
	c4
	[28] 8.1.1
	c3
	c3

	22
	UPDATE request
	[30] 6.1
	c6
	c6
	[30] 6.2
	c6
	c6

	23
	UPDATE response
	[30] 6.2
	c6
	c6
	[30] 6.1
	c6
	c6

	c1:
IF A.4/15 THEN m ELSE n/a.

c2:
IF A.4/13 THEN m ELSE n/a.

c3:
IF A.4/23 THEN m ELSE n/a.

c4:
IF A.4/22 THEN m ELSE n/a.

c5:
IF A.4/14 THEN m ELSE n/a - - reliability of provisional responses.

c6:
IF A.4/17 THEN m ELSE n/a - - the SIP update method.

c7:
IF A.4/27 THEN m ELSE n/a - - the SIP MESSAGE method.


Editor's note: Optional status of BYE in RFC status is given because RFC states SHOULD (client and server).

Editor's note: Optional status of REGISTER in RFC status is given because RFC states RECOMMENDED (client); for the UAS, not statement is made, but it is assumed that this therefore means n/a.

THIRD PROPOSED CHANGE
A.2.1.4.7A
MESSAGE method

Prerequisite A.5/9A - - MESSAGE request

Table A.62A: Supported headers within the MESSAGE request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	2
	Allow-Events
	[28] 8.2.2
	c1
	c1
	[28] 8.2.2
	c2
	c2

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	3
	Authorization
	[26] 20.7
	c3
	c3
	[26] 20.7
	c3
	c3

	4
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	5
	Call-Info
	[26] 29.9
	o
	o
	[26] 29,9
	o
	o

	
	
	
	
	
	
	
	

	6
	Content-Disposition
	[26] 20.11
	o
	o
	[26] 20.11
	m
	m

	7
	Content-Encoding
	[26] 20.12
	o
	o
	[26] 12
	m
	m

	8
	Content-Language
	[26] 13
	o
	o
	[26] 13
	m
	m

	9
	Content-Length
	[26] 14
	m
	m
	[26] 14
	m
	m

	10
	Content-Type
	[26] 15
	m
	m
	[26] 15
	m
	m

	11
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	12
	Date
	[26] 20.17
	c4
	c4
	[26] 20.17
	m
	m

	13
	Expires
	[26] 20.19
	o
	o
	[26] 20.19
	o
	o

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	14
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	15
	In-Reply-To
	[26] 20.21
	o
	o
	[26] 20.21
	o
	o

	16
	Max-Forwards
	[26] 22
	o
	o
	[26] 22
	n/a
	n/a

	17
	MIME-Version
	[26] 24
	o
	o
	[50] 10
	m
	m

	18
	Organization
	[26] 20.25
	o
	o
	[26] 20.25
	o
	o

	
	
	
	
	
	
	
	

	19
	Priority
	[26] 20.26
	o
	o
	[26] 20.26
	o
	o

	20
	Proxy-Authorization
	[26] 20.28
	c5
	c5
	[50] 10
	n/a
	n/a

	21
	Proxy-Require
	[26] 20.29
	c6
	c6
	[26] 20.29
	n/a
	n/a

	22
	Record-Route
	[26] 20.30
	n/a
	n/a
	[26] 20.30
	n/a
	n/a

	
	
	
	
	
	
	
	

	23
	Reply-To
	[26] 20.31
	o
	o
	[26] 20.31
	o
	o

	24
	Require
	[26] 20.32
	c8
	o
	[26] 20.32
	m
	m

	
	
	
	
	
	
	
	

	25
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	n/a
	n/a

	
	
	
	
	
	
	
	

	26
	Subject
	[26] 20.36
	o
	o
	[26] 20.36
	o
	o

	27
	Supported
	[26] 20.37
	c9
	m
	[26] 20.37
	m
	m

	28
	Timestamp
	[26] 20.38
	c10
	c10
	[26] 20.38
	m
	m

	29
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	
	
	
	
	
	
	
	

	30
	User-Agent
	[26] 20.41
	o
	o
	[26] 20.41
	o
	o

	31
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c1:
IF A.4/20 THEN o ELSE n/a - - SIP specific event notification extension.

c2:
IF A.4/20 THEN m ELSE n/a - - SIP specific event notification extension.

c3:
IF A.4/7 THEN m ELSE n/a - - authentication between UA and UA.

c4:
IF A.4/11 THEN o ELSE n/a - - insertion of date in requests and responses.

c5:
IF A.162/8A THEN m ELSE i - - authentication between UA and proxy.
c6:
IF A.4/18 THEN m ELSE o - - (note)
c8:
IF A.4/14 THEN o.1 ELSE o - - Reliable transport.
c9:
IF IF A.4/14 THEN o.1 ELSE o - - support of reliable transport.

c10:
IF A.4/6 THEN o ELSE n/a - - timestamping of requests.


Prerequisite A.5/9A - - MESSAGE request

Table A.62B: Supported message bodies within the MESSAGE request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


Prerequisite A.5/9B - - MESSAGE response

Table A.62C: Supported headers within the MESSAGE response - all remaining status-codes

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	2
	Call-Info
	[26] 20.9
	o
	o
	[26] 20.9
	o
	o

	3
	Content-Disposition
	[26] 20.11
	o
	o
	[26] 20.11
	m
	m

	4
	Content-Encoding
	[26] 20.12
	o
	o
	[26] 20.12
	m
	m

	5
	Content-Language
	[26] 20.13
	o
	o
	[26] 20.13
	m
	m

	6
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	7
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	m
	m

	8
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	9
	Date
	[26] 20.17
	c1
	c1
	[26] 20.17
	m
	m

	10
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	11
	MIME-Version
	[26] 20.24
	o
	o
	[26] 20.24
	m
	m

	12
	Organization
	[26] 20.25
	o
	o
	[26] 20.25
	o
	o

	13
	Server
	[26] 20.35
	o
	o
	[26] 20.35
	o
	o

	14
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	c2
	c2

	15
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	16
	User-Agent
	[26] 20.41
	o
	o
	[26] 20.41
	o
	o

	17
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	18
	Warning
	[26] 20.43
	o
	o
	[26] 20.43
	o
	o

	c1:
IF A.4/11 THEN o ELSE n/a - - insertion of date in requests and responses.

c2:
IF A.4/6 THEN m ELSE n/a - - timestamping of requests.

	NOTE:
For a 606 (Not Acceptable Here) response, this status is RECOMMENDED rather than OPTIONAL.


Prerequisite A.5/9B - - MESSAGE response

Prerequisite: A.6/6 - - 2xx

Table A.62D: Supported headers within the MESSAGE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	o
	o
	[50] 10
	m
	m

	2
	Authentication-Info
	[26] 20.6
	c1
	c1
	[26] 20.6
	c2
	c2

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	c1:
IF A.4/7 THEN o ELSE n/a - - authentication between UA and UA.

c2:
IF A.4/7 THEN m ELSE n/a - - authentication between UA and UA.


Prerequisite A.5/9B - - MESSAGE response

Prerequisite: A.6/8 OR A.6/9 OR A.6/10 OR A.6/11 OR A.6/12 OR A.6/35 - - 3xx or 485 (Ambiguous)

Table A.62E: Supported headers within the MESSAGE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	o
	o
	[50] 10
	m
	m

	2
	Contact
	[26] 20.10
	o (note)
	o
	[26] 20.10
	m
	m

	3
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	4
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	NOTE:
The strength of this requirement is RECOMMENDED rather than OPTIONAL.


Prerequisite A.5/9B - - MESSAGE response

Prerequisite: A.6/14 - - 401 (Unauthorized)
Table A.62F: Supported headers within the MESSAGE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	o
	o
	[50] 10
	m
	m

	2
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	3
	Proxy-Authenticate
	[26] 20.27
	c1
	c1
	[26] 20.27
	c1
	c1

	4
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	6
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	m
	m

	c1:
IF A.5/7 THEN m ELSE n/a - - support of authentication between UA and UA.


Prerequisite A.5/9B - - MESSAGE response

Prerequisite: A.6/17 OR A.6/23 OR A.6/30 OR A.6/36 OR A.6/42 OR A.6/45 OR A.6/50 OR A.6/51 - - 404, 413, 480, 486, 500, 503, 600, 603

Table A.62G: Supported headers within the MESSAGE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	o
	o
	[50] 10
	m
	m

	2
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	4
	Retry-After
	[26] 20.33
	o
	o
	[26] 20.33
	o
	o

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m


Prerequisite A.5/9B - - MESSAGE response

Prerequisite: A.6/18 - - 405 (Method Not Allowed)
Table A.62H: Supported headers within the MESSAGE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	m
	m

	2
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m


Prerequisite A.5/9B - - MESSAGE response

Prerequisite: A.6/20 - - 407 (Proxy Authentication Required)
Table A.62I: Supported headers within the MESSAGE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	o
	o
	[50] 10
	m
	m

	2
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	3
	Proxy-Authenticate
	[26] 20.27
	c1
	c1
	[26] 20.27
	c1
	c1

	4
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	6
	WWW-Authenticate
	[26] 20.44
	o
	o
	[26] 20.44
	o
	o

	c1:
IF A.5/7 THEN m ELSE n/a - - support of authentication between UA and UA.


Prerequisite A.5/9B - - MESSAGE response

Prerequisite: A.6/25 - - 415 (Unsupported Media Type)
Table A.62J: Supported headers within the MESSAGE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	o.1
	o.1
	[26] 20.1
	m
	m

	2
	Accept-Encoding
	[26] 20.2
	o.1
	o.1
	[26] 20.2
	m
	m

	3
	Accept-Language
	[26] 20.3
	o.1
	o.1
	[26] 20.3
	m
	m

	4
	Allow
	[26] 20.5
	o
	o
	[50] 10
	m
	m

	5
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	6
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	o.1
At least one of these capabilities is supported.


Prerequisite A.5/9B - - MESSAGE response

Prerequisite: A.6/27 - - 420 (Bad Extension)
Table A.62K: Supported headers within the MESSAGE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	o
	o
	[50] 10
	m
	m

	2
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	5
	Unsupported
	[26] 20.40
	m
	m
	[26] 20.40
	m
	m


Prerequisite A.5/9B - - MESSAGE response

Prerequisite: A.6/34 - - 484 (Address Incomplete)
Table A.62L: Supported headers within the MESSAGE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	o
	o
	[50] 10
	m
	m

	2
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m


Prerequisite A.5/9B - - MESSAGE response

Table A.62M: Supported message bodies within the MESSAGE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


FOURTH PROPOSED CHANGE
A.2.2.2
Major capabilities

Table A.162: Major capabilities

	Item
	Does the implementation support
	Reference
	RFC status
	Profile status

	
	Capabilities within main protocol
	
	
	

	1
	client behaviour for session requests?
	[26] 16
	m
	m

	2
	server behaviour for session requests?
	[26] 16
	m
	m

	3
	session release?
	[26] 16
	m
	m

	4
	Stateless proxy behaviour?
	[26] 16.11
	o.1
	

	5
	Stateful proxy behaviour?
	[26] 16.2
	o.1
	

	6
	forking of initial requests
	[26] 16.1
	c1
	n/a

	7
	support of TLS connections on the upstream side
	[26] 16.7
	o
	n/a

	8
	support of TLS connections on the downstream side
	[26] 16.7
	o
	n/a

	9
	insertion of date in requests and responses
	[26] 20.17
	o
	o

	10
	suppression or modification of alerting information data
	[26] 20.4
	o
	o

	11
	reading the contents of the Require header before proxying the request or response 
	[26] 20.32
	o
	o

	12
	adding or modifying the contents of the Require header before proxying the REGISTER request or response 
	[26] 20.32
	o
	m

	13
	adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER
	[26] 20.32
	o
	o

	14
	the requirement to be able to insert itself in the subsequent transactions in a dialog
	[26] 16.6
	o
	c2

	15
	the requirement to be able to use separate URIs in the upstream direction and downstream direction when record routeing
	[26] 16.7
	c3
	c3

	16
	reading the contents of the Supported header before proxying the response 
	[26] 20.37
	o
	o

	17
	reading the contents of the Unsupported header before proxying the 420 response to a REGISTER
	[26] 20.40
	o
	m

	18
	reading the contents of the Unsupported header before proxying the 420 response to a method other than REGISTER
	[26] 20.40
	o
	o

	19
	the inclusion of the Error-Info header in 3xx - 6xx responses
	[26] 20.18
	o
	o

	
	Extensions
	
	
	

	20
	The SIP INFO method?
	[25]
	o
	o

	21
	Reliability of provisional responses in SIP?
	[27]
	o
	m

	22
	the REFER method?
	[36]
	o
	o

	23
	Integration of resource management and SIP?
	[30]
	o
	m

	24
	the SIP UPDATE method
	[29]
	c4
	m

	25
	SIP extensions for caller identity and privacy?
	[34]
	o
	m

	26
	SIP extensions for media authorization?
	[31]
	o
	m

	27
	SIP specific event notification
	[28]
	o
	o

	28
	the use of NOTIFY to establish a dialog
	[28] 4.2
	o
	n/a

	29
	Path Extension Header for Establishing Service Route with SIP REGISTER
	[35]
	o
	c5

	30
	extensions to the Session Initiation Protocol (SIP) for Network Asserted Identity within Trusted Networks
	[34]
	o
	m

	31
	a Privacy Mechanism for the Session Initiation Protocol (SIP)
	[33]
	o
	m

	32
	a messaging mechanism for the Session Initiation Protocol (SIP)
	[50]
	o
	m

	c1:
IF A.162/5 THEN o ELSE n/a

c2:
IF A.3/4 OR A.3/7 THEN m ELSE IF A.3/3 THEN o ELSE n/a - - S-CSCF or AS else I-CSCF

c3:
IF (A.162/7 AND NOT A.162/8) OR (NOT A.162/7 AND A.162/8) THEN m ELSE IF A.162/14 THEN o ELSE n/a - - TLS interworking with non-TLS else proxy insertion

c4:
IF A.162/23 THEN m ELSE o - - integration of resource management and SIP

c5: 
IF A.3/2 OR A.3/3 THEN m ELSE n/a. - - P-CSCF or I-CSCF.

o.1:
It is mandatory to support at least one of these items.


FIFTH PROPOSED CHANGE
A.2.2.3
PDUs

Table A.163: Supported methods

	Item
	PDU
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	ACK request
	[26] 13
	m
	m
	[26] 13
	m
	m

	2
	BYE request
	[26] 16
	o
	m
	[26] 16
	o
	m

	3
	BYE response
	[26] 16
	o
	m
	[26] 16
	o
	m

	4
	CANCEL request
	[26] 16.10
	o
	m
	[26] 16.10
	o
	m

	5
	CANCEL response
	[26] 16.10
	o
	m
	[26] 16.10
	o
	m

	6
	INFO request
	[25] 2
	c2
	c2
	[25] 2
	c2
	c2

	7
	INFO response
	[25] 2
	c2
	c2
	[25] 2
	c2
	c2

	8
	INVITE request
	[26] 16
	m
	m
	[26] 16
	m
	m

	9
	INVITE response
	[26] 16
	m
	m
	[26] 16
	m
	m

	9A
	MESSAGE request
	[50] 4
	c5
	c5
	[50] 7
	c5
	c5

	9B
	MESSAGE response
	[50] 4
	c5
	c5
	[50] 7
	c5
	c5

	10
	NOTIFY request
	[28] 8.1.2
	c3
	c3
	[28] 8.1.2
	c3
	c3

	11
	NOTIFY response
	[28] 8.1.2
	c3
	c3
	[28] 8.1.2
	c3
	c3

	12
	OPTIONS request
	[26] 16
	m
	m
	[26] 16
	m
	m

	13
	OPTIONS response
	[26] 16
	m
	m
	[26] 16
	m
	m

	14
	PRACK request
	[27] 6
	m
	m
	[27] 6
	m
	m

	15
	PRACK response
	[27] 6
	m
	m
	[27] 6
	m
	m

	16
	REFER request
	[36] 3
	c1
	c1
	[36] 3
	c1
	c1

	17
	REFER response
	[36] 3
	c1
	c1
	[36] 3
	c1
	c1

	18
	REGISTER request
	[26] 16
	m
	m
	[26] 16
	m
	m

	19
	REGISTER response
	[26] 16
	m
	m
	[26] 16
	m
	m

	20
	SUBSCRIBE request
	[28] 8.1.1
	c3
	c3
	[28] 8.1.1
	c3
	c3

	21
	SUBSCRIBE response
	[28] 8.1.1
	c3
	c3
	[28] 8.1.1
	c3
	c3

	22
	UPDATE request
	[30] 7
	c4
	c4
	[30] 7
	c4
	c4

	23
	UPDATE response
	[30] 7
	c4
	c4
	[30] 7
	c4
	c4

	c1:
IF A.162/22 THEN m ELSE n/a.

c2:
IF A.162/20 THEN m ELSE n/a.

c3
IF A.162/27 THEN m ELSE n/a.

c4
IF A.162/24 THEN m ELSE n/a - - the SIP UPDATE method.
c5:
IF A.162/32 THEN m ELSE n/a - - the SIP MESSAGE method.


SIXTH PROPOSED CHANGE - NEW CLAUSE

A.2.2.4.7A
MESSAGE method

Prerequisite A.163/9A - - MESSAGE request

Table A.218A: Supported headers within the MESSAGE request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[50] 10
	i
	i

	2
	Allow-Events
	[28] 8.2.2
	m
	m
	[28] 8.2.2
	c1
	c1

	3
	Authorization
	[26] 20.7
	m
	m
	[26] 20.7
	i
	i

	4
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	5
	Call-Info
	[26] 20.9
	m
	m
	[26] 20.9
	c4
	c4

	6
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i 
	i

	7
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i 
	i

	8
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	i

	9
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	10
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	i

	11
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	12
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c2
	c2

	13
	Expires
	[26] 20.19
	m
	m
	[26] 20.19
	I
	i

	14
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	15
	In-Reply-To
	[26] 20.21
	m
	m
	[50] 10
	i
	i

	16
	Max-Forwards
	[26] 20.22
	m
	m
	[26] 20.22
	m
	m

	17
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	i

	18
	Organization
	[26] 20.25
	m
	m
	[26] 20.25
	c3
	c3

	19
	Proxy-Authorization
	[26] 20.28
	m
	m
	[26] 20.28
	c8
	c8

	20
	Proxy-Require
	[26] 20.29
	m
	m
	[26] 20.29
	m
	m

	21
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c7
	c7

	22
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c5
	c5

	23
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	m
	m

	24
	Subject
	[26] 20.36
	m
	m
	[26] 20.36
	i
	i

	25
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	c6
	c6

	26
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	27
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	28
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	29
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN m ELSE i - - SIP specific event notification extension.

c2:
IF A.162/9 THEN m ELSE i - - insertion of date in requests and responses.

c3:
IF A.162/19A OR A.162/19B THEN m ELSE i - - reading, adding or concatenating the Organization header.

c4:
IF A.162/19C OR A.162/19D THEN m ELSE i - - reading, adding or concatenating the Call-Info header.

c5:
IF A.162/11 OR A.162/13 THEN m ELSE i - - reading the contents of the Require header before proxying the request or response or adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER.

c6:
IF A.162/16 THEN m ELSE i - - reading the contents of the Supported header before proxying the response.

c7:
IF A.162/14 THEN o ELSE i - - the requirement to be able to insert itself in the subsequent transactions in a dialog.
c8:
IF A.162/8A THEN m ELSE i - - authentication between UA and proxy.

	NOTE:
c1 refers to the UA role major capability as this is the case of a proxy that also acts as a UA specifically for SUBSCRIBE and NOTIFY.


Prerequisite A.163/9A - - MESSAGE request

Table A.218B: Supported message bodies within the MESSAGE request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


Prerequisite A.163/9B - - MESSAGE response

Table A.218C: Supported headers within the MESSAGE response - all remaining status-codes

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	2
	Call-Info
	[26] 20.9
	m
	m
	[26] 20.9
	c3
	c3

	3
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	i

	4
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	i

	5
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	i

	6
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	7
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	i

	8
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	9
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c1
	c1

	10
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	11
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	i

	12
	Organization
	[26] 20.25
	m
	m
	[26] 20.25
	c2
	c2

	13
	Server
	[26] 20.35
	m
	m
	[26] 20.35
	i
	i

	14
	Timestamp
	[26] 20.38
	i
	i
	[26] 20.38
	i
	i

	15
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	16
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	17
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	18
	Warning
	[26] 20.43
	m
	m
	[26] 20.43
	i
	i

	c1:
IF A.162/9 THEN m ELSE i - - insertion of date in requests and responses.

c2:
IF A.162/19A OR A.162/19B THEN m ELSE i - - reading, adding or concatenating the Organization header.
c3:
IF A.162/19C OR A.162/19D THEN m ELSE i - - reading, adding or concatenating the Call-Info header.


Prerequisite A.163/9B - - MESSAGE response

Prerequisite: A.164/6 - - 2xx

Table A.218D: Supported headers within the MESSAGE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	2
	Authentication-Info
	[26] 20.6
	m
	m
	[26] 20.6
	i
	i

	3
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	4
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c3
	c3

	5
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	6
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i - - reading the contents of the Require header before proxying the request or response or adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER.

c3:
IF A.162/15 THEN o ELSE i - - the requirement to be able to use separate URIs in the upstream direction and downstream direction when record routeing. 


Prerequisite A.163/9B - - MESSAGE response

Prerequisite: A.164/8 OR A.164/9 OR A.164/10 OR A.164/11 OR A.164/12 OR A.164/35 - - 3xx or 485 (Ambiguous)

Table A.218E: Supported headers within the MESSAGE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[50] 10
	i
	i

	2
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	c1
	c1

	3
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	4
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	c1:
IF A.162/19E THEN m ELSE i - - deleting Contact headers.
c2:
IF A.162/11 OR A.162/13 THEN m ELSE i - - reading the contents of the Require header before proxying the request or response or adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER.


Prerequisite A.163/9B - - MESSAGE response

Prerequisite: A.164/14 - - 401 (Unauthorized)
Table A.218F: Supported headers within the MESSAGE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[50] 10
	i
	i

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	3
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	4
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	6
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i - - reading the contents of the Require header before proxying the request or response or adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER.


Prerequisite A.163/9B - - MESSAGE response

Prerequisite: A.164/17 OR A.164/23 OR A.164/30 OR A.164/36 OR A.164/42 OR A.164/45 OR A.164/50 OR A.164/51 - - 404, 413, 480, 486, 500, 503, 600, 603

Table A.218G: Supported headers within the MESSAGE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[50] 10
	i
	i

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	4
	Retry-After
	[26] 20.33
	m
	m
	[26] 20.33
	i
	i

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i - - reading the contents of the Require header before proxying the request or response or adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER.


Prerequisite A.163/9B - - MESSAGE response

Prerequisite: A.164/18 - - 405 (Method Not Allowed)
Table A.218H: Supported headers within the MESSAGE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i - - reading the contents of the Require header before proxying the request or response or adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER.


Prerequisite A.163/9B - - MESSAGE response

Prerequisite: A.164/20 - - 407 (Proxy Authentication Required)
Table A.218I: Supported headers within the MESSAGE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[50] 10
	i
	i

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	3
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	4
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	6
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i - - reading the contents of the Require header before proxying the request or response or adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER.


Prerequisite A.163/9B - - MESSAGE response

Prerequisite: A.164/25 - - 415 (Unsupported Media Type)
Table A.218J: Supported headers within the MESSAGE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	4
	Allow
	[26] 20.5
	m
	m
	[50] 10
	i
	i

	5
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	6
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i - - reading the contents of the Require header before proxying the request or response or adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER.


Prerequisite A.163/9B - - MESSAGE response

Prerequisite: A.164/27 - - 420 (Bad Extension)
Table A.218K: Supported headers within the MESSAGE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[50] 10
	i
	i

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	3
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	5
	Unsupported
	[26] 20.40
	m
	m
	[26] 20.40
	c3
	c3

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i - - reading the contents of the Require header before proxying the request or response or adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER.

c3:
IF A.162/18 THEN m ELSE i - - reading the contents of the Unsupported header before proxying the 420 response to a method other than REGISTER.


Prerequisite A.163/9B - - MESSAGE response

Prerequisite: A.164/34 - - 484 (Address Incomplete)
Table A.218L: Supported headers within the MESSAGE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[50] 10
	i
	i

	2
	Contact
	[26] 20.10
	o
	
	[26] 20.10
	o
	

	3
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	4
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c2
	c2

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	c2:
IF A.162/11 OR A.162/13 THEN m ELSE i - - reading the contents of the Require header before proxying the request or response or adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER.


Prerequisite A.163/9B - - MESSAGE response

Table A.218M: Supported message bodies within the MESSAGE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
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