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	Reason for change:
(

	Subclause 4.4.1.1.4 in the stage 2 specification indicates a list of terminating Trigger Detection Points that may be included in the O-IM-CSI data.  This is incorrect and inconsistent with the rest of the CAMEL/IMS specification on O-IM-CSI TDPs. The O-IM-CSI can only include the following originating TDPs: DP Collected_Infoand DP Route_Select_Failure. 
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	Modify the list of TDPs that may be included for the O-IM-CSI as follows: DP Collected_Info and DP Route_Select_Failure.
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*** First Modification ***

4.4.1.1
Originating IP Multimedia CAMEL Subscription Information (O‑IM‑CSI)

4.4.1.1.1
gsmSCF Address

Address to be used to access the gsmSCF for a particular subscriber. The address shall be an E.164 number to be used for routeing.

4.4.1.1.2
Service Key

The Service Key identifies to the gsmSCF the service logic that shall apply. 

4.4.1.1.3
Default Call Handling

The Default Call Handling indicates whether the IP Multimedia session shall be released or continued as requested in case of error in the IM‑SSF to gsmSCF dialogue.

4.4.1.1.4
TDP List

The TDP List indicates on which detection point triggering shall take place. The following trigger detection points are possible: DP Collected_Info and DP Route_Select_Failure.
4.4.1.1.5
CAMEL Capability Handling

CAMEL Capability Handling indicates the phase of CAMEL which is asked by the gsmSCF for the service.  

4.4.1.1.6
CSI Status

The CSI state indicates whether the O‑IM‑CSI is active or not.

4.4.1.1.7
Notification Flag

The notification flag indicates whether changes of the O‑IM‑CSI shall trigger the Notification on Change of Subscriber Data. In order to update the IM‑SSF of IM CSI changes, this flag shall be set to yes.  

4.4.1.1.8
DP Criteria

The DP criteria indicate whether the IM‑SSF shall request the gsmSCF for instructions.

*** End of Modification ***
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