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Annex C (informative):
Java API Description of the Mobility SCFs
The Java API realisation of this specification is produced in accordance with the Java Realisation rules defined in Part 1 of this specification. These rules aim to deliver for Java, a developer API, provided as a realisation, supporting a Java API that represents the UML specifications. The rules support the production of both J2SE and J2EE versions of the API from the common UML specifications.

The J2SE representation of this specification is provided as Java Code, contained in archive 2919806J2SE.ZIP that accompanies the present document.
The J2EE representation of this specification is provided as Java Code, contained in archive 2919806J2EE.ZIP that accompanies the present document.
*************** End of Change # 1 ***********************

Annex D (informative):
Change history

	Change history

	Date
	TSG #
	TSG Doc.
	CR
	Rev
	Subject/Comment
	Old
	New

	Mar 2001
	CN_11
	NP-010134
	047
	-
	CR 29.198: for moving TS 29.198 from R99 to Rel 4 (N5-010158)
	3.2.0
	4.0.0

	Jun 2001
	CN_12
	NP-010330
	001
	--
	Corrections to OSA API Rel4
	4.0.0
	4.1.0

	Jul 2001
	--
	--
	--
	--
	29198-06-410.zip archive was packaged with the wrong accompanying IDL zip file, which should be mm.idl

and not Call Control IDLs (04).
	4.1.0
	4.1.1

	Sep 2001
	CN_13
	NP-010520
	002
	--
	Changing references to JAIN
	4.1.1
	4.2.0

	Sep 2001
	CN_13
	NP-010520
	003
	--
	Introduction of missing mobility exceptions
	4.1.1
	4.2.0

	Oct 2001
	--
	--
	--
	--
	Correction to ToC
	4.2.0
	4.2.1

	Dec 2001
	CN_14
	NP-010599
	004
	--
	Replace Out Parameters with Return Types
	4.2.1
	4.3.0

	Dec 2001
	CN_14
	NP-010599
	005
	--
	Methods accepting an interface as a parameter need to be able to raise P_INVALID_INTERFACE_TYPE
	4.2.1
	4.3.0

	Dec 2001
	CN_14
	NP-010599
	006
	--
	Correction of references to 3GPP specifications
	4.2.1
	4.3.0

	Dec 2001
	CN_14
	NP-010599
	007
	--
	Correction to callback interface reference in method IpTriggeredUserLocation.triggeredLocationReportingStartReq
	4.2.1
	4.3.0

	Mar 2002
	CN_15
	NP-020108
	008
	--
	Add P_INVALID_INTERFACE_TYPE exception to IpService.setCallback() and IpService.setCallbackWithSessionID()
	4.3.0
	4.4.0

	Jun 2002
	CN_16
	NP-020181
	009
	--
	Addition of support for Java API technology realisation
	4.4.0
	5.0.0

	Jun 2002
	CN_16
	NP-020182
	010
	--
	Addition of support for WSDL realisation
	4.4.0
	5.0.0

	Jun 2002
	CN_16
	NP-020190
	011
	--
	Delete the repetitive description of P_APPLICATION_NOT_ACTIVATED and other exceptions
	4.4.0
	5.0.0

	Jun 2002
	CN_16
	NP-020190
	012
	--
	Correcting type of assignmentID parameters from TpSessionID to TpAssignmentID
	4.4.0
	5.0.0

	Jun 2002
	CN_16
	NP-020190
	013
	--
	Correcting erroneous references to Service Factory
	4.4.0
	5.0.0

	Sep 2002
	CN_17
	NP-020433
	014
	--
	Remove all parameter error and network error sequence diagrams
	5.0.0
	5.1.0

	Sep 2002
	CN_17
	NP-020433
	015
	--
	Removal of unnecessary exception from IpUserLocation.LocationReportReq(), IpUserLocation.extendedLocationReportReq(), IpUserLocation.periodicLocationReportingStartReq()
	5.0.0
	5.1.0

	Sep 2002
	CN_17
	NP-020433
	016
	--
	Remove unusable exceptions from IpUserLocationCamel.periodicLocationReportingStartReq()
	5.0.0
	5.1.0

	Sep 2002
	CN_17
	NP-020433
	017
	--
	Add text to clarify requirements on support of methods
	5.0.0
	5.1.0

	Sep 2002
	CN_17
	NP-020395
	018
	--
	Add text to clarify relationship between 3GPP and ETSI/Parlay OSA specifications
	5.0.0
	5.1.0

	Mar 2003
	CN_19
	NP-030022
	020
	
	Addition of status of methods to Mobility interfaces
	5.1.0
	5.2.0

	
	
	
	
	
	
	
	


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





CR page 1

