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	In 6.2 there is no description of the intention of the AS Permissions list with relevance to the table last column in table 7.6.1.  Without this clear linkage, table 7.6.1 could be considered to be incomplete as the last column is ambiguous – it appears that the column describes all commands that the Data References may appear in (which would then include Sh-Notif for some Data References) whereas the intention is that the column includes the set of AS permissions that may be stored in the AS Permissions List at the HSS for each data reference.
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6.2
AS permissions list

In table 7.6.1, the contents of the Data-AVP are described.  Some of the individual elements carried within Data-AVP may be requested by the AS from the HSS using the Sh-Pull command (see section 6.1.1) or may be updated at the HSS by the AS using the Sh-Update command (see section 6.1.2).  The AS may also request that the HSS notifies the AS of changes to specific elements within the Data-AVP using the Sh-Subs-Notif command (see section 6.1.3).  The HSS will only allow these operations to take place if the element of the Data-AVP is permitted to be included in the specific command requested by the AS, as indicated in table 7.6.1.
To manage whether an AS may request each element of Data-AVP with a specific command, the HSS shall maintain a list of AS permissions (the ‘AS Permissions List’). AS permissions are identified by AS identity and Data Reference with the possible permissions associated with each Data Reference being Sh-Pull, Sh-Update, Sh-Subs-Notif or any combination of these permissions (see table 7.6.1 for details of which permissions are allowed for each Data Reference). The permissions apply to all users served by the HSS, they are not user specific. When an AS requests Sh-Pull, Sh-Update or Sh-Subs-Notif the HSS shall check permissions and return an error result if the AS does not have the required permission.

****** Next Changed Section ******

7.6
Data

This information element contains an XML document conformant to the XML schema defined in Annex D. 

Annex C specifies the UML logical model of the data downloaded via the Sh interface.

Table 7.6.1 defines the reference values, access key and recommended AS permissions (as described in section 6.2) for the data accessible via the Sh interface. It is a matter of operator policy to further restrict the AS permission rights defined in table 7.6.1.

Table 7.6.1: Data accessible via Sh interface

	Data Ref.
	XML tag
	Defined in
	Access key
	Operations AS may be permitted to use

	0
	RepositoryData
	7.6.1
	User-Identity + Data-Reference + Service-Indication
	Sh-Pull, Sh-Update, Sh-Subs-Notif

	10
	PublicIdentifiers
	7.6.2
	User-Identity + Data-Reference
	Sh-Pull

	11
	IMSUserState
	7.6.3
	
	Sh-Pull, Sh-Subs-Notif

	12
	S-CSCFName
	7.6.4
	
	Sh-Pull, Sh-Subs-Notif

	13
	InitialFilterCriteria
	7.6.5
	User-Identity + Data-Reference + Server-Name
	Sh-Pull, Sh-Subs-Notif

	14
	LocationInformation
	7.6.6
	User-Identity + Data-Reference+ Requested-Domain
	Sh-Pull

	15
	UserState
	7.6.7
	
	

	16
	Charging information
	7.6.8
	
	Sh-Pull
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