Page 1



joint-API-group (Parlay, ETSI Project OSA, 3GPP TSG_CN WG5)
N5-040253

Meeting #27, Miami, FL, USA, 10-14 May 2004

	CR-Form-v7

	CHANGE REQUEST

	

	(

	29.198-04-2
	CR
	014
	(

rev
	-
	(

Current version:
	5.6.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	x

	

	Title:
(

	Correct the P_TRIGGERING_ADDRESSES service property

	
	

	Source:
(

	CN5 Ultan Mulligan, ETSI PTCC

	
	

	Work item code:
(

	OSA1
	
	Date: (

	14/05/2004

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	REL-5

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	The Service Property P_TRIGGERING_ADDRESSES is used to identify the sets of address ranges for which an application can request notifications.  At present it is defined as being of service property type ADDRESS_RANGE_SET. This type doesn't exist, but ADDRESSRANGE_SET does.   This is defined as a set of addresses, with wildcards permitted.  The Address Plan within which these addresses are defined is missing.  

There is no way to correlate the values of P_TRIGGERING_ADDRESSES with the values of P_ADDRESSPLAN, the service property identifying the address plans supported by the SCF.  This is a particular problem when more than one address plan is supported by an SCF, and has resulted in interoperability issues, where different interpretations have been placed on the contents of these service properties.

	
	

	Summary of change:
(

	Introduce a new service property P_NOTIFICATION_ADDRESS_RANGES which is of service property type XML_ADDRESS_RANGE_SET, which is defined as a sequence of values of TpAddressRange, and therefore contains all the information necessary to uniquely identify address ranges, including the address plan.

Correct the description of P_ADDRESSPLAN to clarify that more than one address plan may be supported.

Correct the definition of P_TRIGGERING_ADDRESSES to refer to the ADDRESSRANGE_SET service property type.

Deprecate P_TRIGGERING_ADDRESSES as it is replaced by P_NOTIFICATION_ADDRESS_RANGES.

	
	

	Consequences if 
(

not approved:
	The interoperability problems encountered will continue, with different vendors adopting their own interpretation of the meaning of these service properties.

	
	

	Clauses affected:
(

	8.1

	
	

	
	Y
	N
	
	

	Other specs
(

	X
	
	 Other core specifications
(

	TS 29.198-03, -04-3, -05, -08, -11

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	This is a mirror CR to the Rel-4 CR in N5-040252.

Related Rel-5 CRs to TS 29.198-3, -4-3, 5, 8, and 11 are in N5-040250, N5-040255, N5-040258, N5-040261 and N5-040264


8 Generic Call Control Service Properties

8.1 List of Service Properties

The following table lists properties relevant for the GCC API.  

	Property
	Type
	Description / Interpretation

	P_TRIGGERING_EVENT_TYPES
	INTEGER_SET
	Indicates the static event types supported by the SCS. Static events are the events by which applications are initiated.

	P_DYNAMIC_EVENT_TYPES
	INTEGER_SET
	Indicates the dynamic event types supported by the SCS. Dynamic events are the events the application can request for during the context of a call.

	P_ADDRESSPLAN
	INTEGER_SET
	Indicates the supported address plans (defined in TpAddressPlan.) e.g. {P_ADDRESS_PLAN_E164, P_ADDRESS_PLAN_IP}).  Note that more than one address plan may be supported.

	P_UI_CALL_BASED
	BOOLEAN_SET
	Value = TRUE : User interaction can be performed on call level and a reference to a Call object can be used in the IpUIManager.createUICall() operation.

Value = FALSE: No User interaction on call level is supported.

	P_UI_AT_ALL_STAGES
	BOOLEAN_SET
	Value = TRUE: User Interaction can be performed at any stage during a call .

Value = FALSE: User Interaction can be performed in case there is only one party in the call.

	P_MEDIA_TYPE
	INTEGER_SET
	Specifies the media type used by the Service. Values are defined by data-type TpMediaType : P_AUDIO, P_VIDEO, P_DATA


The previous table lists properties related to capabilities of the SCS itself. The following table lists properties that are used in the context of the Service Level Agreement, e.g. to restrict the access of applications to the capabilities of the SCS.

	Property
	Type
	Description

	P_TRIGGERING_ADDRESSES
(Deprecated)
	ADDRESSRANGE_SET
	Indicates for which numbers the notification may be set. For terminating notifications it applies to the terminating number, for originating notifications it applies only to the originating number.

	P_NOTIFICATION_ADDRESS_RANGES
	XML_ADDRESS_RANGE_SET
	Indicates for which numbers notifications may be set.  More than one range may be present. For terminating notifications they apply to the terminating number, for originating notifications they apply only to the originating number.

	P_NOTIFICATION_TYPES
	INTEGER_SET
	Indicates whether the application is allowed to set originating and/or terminating triggers in the ECN. Set is:

P_ORIGINATING

P_TERMINATING

	P_MONITOR_MODE
	INTEGER_SET
	Indicates whether the application is allowed to monitor in interrupt and/or notify mode. Set is:

P_INTERRUPT

P_NOTIFY

	P_NUMBERS_TO_BE_CHANGED
	INTEGER_SET
	Indicates which numbers the application is allowed to change or fill for legs in an incoming call. Allowed value set:

{P_ORIGINAL_CALLED_PARTY_NUMBER,

P_REDIRECTING_NUMBER,

P_TARGET_NUMBER,

P_CALLING_PARTY_NUMBER}.

	P_CHARGEPLAN_ALLOWED
	INTEGER_SET
	Indicates which charging is allowed in the setCallChargePlan indicator. Allowed values:

{P_TRANSPARANT_CHARGING,

P_CHARGE_PLAN}

	P_CHARGEPLAN_MAPPING
	INTEGER_INTEGER_MAP
	Indicates the mapping of chargeplans (we assume they can be indicated with integers) to a logical network chargeplan indicator. When the chargeplan supports indicates P_CHARGE_PLAN then only chargeplans in this mapping are allowed.


8.2 Service Property values for the CAMEL Service Environment.

Implementations of the Generic Call Control API relying on the CSE of CAMEL phase 4 shall have the Service Properties outlined above set to the indicated values :

P_OPERATION_SET = {

“IpCallControlManager.createCall”,

“IpCallControlManager.enableCallNotification”,

“IpCallControlManager.disableCallNotification”,

“IpCallControlManager.changeCallNotification”,

“IpCallControlManager.getCriteria”,

“IpCallControlManager.setCallLoadControl”,

“IpCall.routeReq”,

“IpCall.release”,

“IpCall.deassignCall”,

“IpCall.getCallInfoReq”,

“IpCall.setCallChargePlan”,

“IpCall.setAdviceOfCharge”,

“IpCall.superviseCallReq”

}

P_TRIGGERING_EVENT_TYPES = {

P_CALL_REPORT_ALERTING,

P_EVENT_GCCS_ADDRESS_COLLECTED_EVENT,

P_EVENT_GCCS_ADDRESS_ANALYSED_EVENT,

P_EVENT_GCCS_CALLED_PARTY_BUSY,

P_EVENT_GCCS_CALLED_PARTY_UNREACHABLE,

P_EVENT_GCCS_NO_ANSWER_FROM_CALLED_PARTY,

P_EVENT_GCCS_ROUTE_SELECT_FAILURE

}

P_DYNAMIC_EVENT_TYPES = {

P_CALL_REPORT_ANSWER,

P_CALL_REPORT_BUSY,

P_CALL_REPORT_NO_ANSWER,

P_CALL_REPORT_DISCONNECT,

P_CALL_REPORT_SERVICE_CODE,

P_CALL_REPORT_ROUTING_FAILURE,

P_CALL_REPORT_NOT_REACHABLE

}

P_ADDRESS_PLAN = {

P_ADDRESS_PLAN_E164

}

P_UI_CALL_BASED = {

TRUE

}

P_UI_AT_ALL_STAGES = {

FALSE

}

P_MEDIA_TYPE = {

P_AUDIO

}
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