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	NP-040261
	29.198-03
	102
	-
	Rel-5
	Add ability to identify when a client app/service contract/service profile is being used - Align between ETSI/Parlay and 3GPP
	F
	5.6.0
	N5-040056
	OSA2

	NP-040261
	29.198-03
	103
	-
	Rel-6
	Add ability to identify when a client app/service contract/service profile is being used - Align between ETSI/Parlay and 3GPP
	A
	6.0.1
	N5-040057
	OSA2

	NP-040261
	29.198-03
	107
	-
	Rel-5
	Introduce a ServiceID field to TpServiceProfileDescription
	F
	5.6.0
	N5-040060
	OSA2

	NP-040261
	29.198-03
	108
	-
	Rel-6
	Introduce a ServiceID field to TpServiceProfileDescription
	A
	6.0.1
	N5-040061
	OSA2

	NP-040261
	29.198-03
	114
	-
	Rel-5
	Correct description of availStatusReason codes
	F
	5.6.0
	N5-040349
	OSA2

	NP-040261
	29.198-03
	115
	-
	Rel-6
	Correct description of availStatusReason codes
	A
	6.0.1
	N5-040350
	OSA2

	NP-040261
	29.198-03
	116
	-
	Rel-5
	Correct description for the use of selectSigningAlgorithm
	F
	5.6.0
	N5-040351
	OSA2

	NP-040261
	29.198-03
	117
	-
	Rel-6
	Correct description for the use of selectSigningAlgorithm
	A
	6.0.1
	N5-040352
	OSA2

	NP-040261
	29.198-03
	118
	-
	Rel-5
	Correct the description of the usage of CHAP within authentication
	F
	5.6.0
	N5-040353
	OSA2

	NP-040261
	29.198-03
	119
	-
	Rel-6
	Correct the description of the usage of CHAP within authentication
	A
	6.0.1
	N5-040354
	OSA2

	NP-040261
	29.198-03
	120
	-
	Rel-5
	Correct TpSignatureAndServiceMgr to align with description in signServiceAgreement
	F
	5.6.0
	N5-040355
	OSA2

	NP-040261
	29.198-03
	121
	-
	Rel-6
	Correct TpSignatureAndServiceMgr to align with description in signServiceAgreement
	A
	6.0.1
	N5-040356
	OSA2


