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8.2 Interface Class IpAppChargingManager 

Inherits from: IpInterface.
This interface is the manager application interface for the Charging Service. The Charging manager interface provides the application Charging Session Management functions to the charging service.  

	<<Interface>>

IpAppChargingManager

	

	sessionAborted (sessionID : in TpSessionID) : void
<<new>>abortMultipleChargingSessions ( chargingSessionSet : in TpSessionIDSet) : void




8.2.1 Method sessionAborted()

This method indicates to the application that the charging session object (at the gateway) has aborted or terminated abnormally. No further communication will be possible between the charging session and application.  

Parameters

sessionID : in TpSessionID

Specifies the sessionID of the charging session that has aborted or terminated abnormally.
8.2.2 Method abortMultipleChargingSessions()

The service may invoke this method on the IpAppChargingManager interface to indicate that a number of ongoing charging sessions have aborted or terminated abnormally. No further communication will be possible between the application and the charging sessions. This may be used for example in the event of service failure and recovery in order to instruct the application that a number of charging sessions have failed. The service shall provide a set of charging sessionIDs indicating to the application the charging sessions that have aborted. In the case that the service invokes this method and provides an empty set of sessionIDs, this shall be used to indicate that all charging sessions previously active on the IpChargingManager interface have been aborted.

Parameters 

chargingSessionSet : in TpSessionIDSet

Specifies the set of sessionIDs of charging sessions that have aborted or terminated abnormally. The empty set shall be used to indicate that all charging sessions have aborted.
End of Change in 8.2
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