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Proposed LS on Clarification of the cell reselection for a GPRS MS
During the GPRS standardisation, the Stage 2 was split over two specifications. The network part is contained in GSM 03.60 or 3G TS 23.060, and the radio interface is contained in GSM 03.64.

As a consequence the text in section 8.1 of the GSM 03.60 and in section 8.1.1 of the 3G TS 23.060 on cell selection and reselection is out of the scope of those specifications, and should be covered in GSM 03.64. (GSM 03.64 already contains the relevant text, and this text is in line with the Stage 3.)

Additionally, the present text is not in line, and is not correct from a radio perspective; The arguments are similar to the ones SMG2 presented in a previous LS to SMG3 WPA (Tdoc SMG2 1301/99). The present text goes against the general principle that cell reselection should be based on radio criterias rather than on the services supported by cells.

This error has already lead to incorrect GPRS MS prototypes that generate radio interference as they try to reselect a cell which support GPRS despite it is not the best cell in the sense of radio criterias as specified in GSM 05.08.

It is suggested the content of this section be replaced by only a reference to GSM 03.64, GSM 03.22 and GSM 05.08, thus removing any potential misinterpretation.

In order to verify the correct behaviour of a GPRS MS in the case where the best cell is not supporting GPRS, a CR to GSM 11.10 will also be submitted to SMG7.
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