3GPP TSG CN WG1 / STC SMG3 WPA
Tdoc N1-99597
Sophia Antipolis, FRANCE


1 – 4 June, 1999.


Source:       [TSG N1] 


To:               TSG RAN2, TSG RAN3 

Cc:                Joint TSG N1/S2/S1 - Multicall ad hoc 

Proposed Liaison Statement on Identification of Multicall Bearers

TSG CN1 is progressing the work on UMTS Multicall feature and has identified the need for a generic mechanism of linking several parallel Call Control and Session Management transactions to the associated transmission bearers.   

TSG N1 has agreed on a working assumption to introduce a new parameter (called Stream Identifier, SI) in the upper layer protocols (CC, SM ) .  This stream identity parameter needs to be linked to the associated transmission bearer that is identified by the RAB-id in the core network edge nodes (MSC, SGSN) and the RNC and also to the radio resource connection (RRC) to the UE.    The correct association is required both at the time of initial traffic channel assignment and after the handover of the RRC connection.  A mapping between the SI and the RAB-id parameters is needed in the core network nodes (MSC, SGSN) and in the UE.  Further details can be found in the attached discussion document N1-99526.

TSG N1 believe that there will be some impact to the RRC and RANAP protocols in order to support this linking mechanism, and thought it would be useful to make the RAN groups aware of this requirement at this early stage.   

RAN2 and RAN3 are requested to consider the above issues when developing the RRC and RANAP protocols for UMTS.

