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1. Introduction

In the last SA plenary, the necessity of coordination among WGs acitivities on the OBTC (Out-of-Band Transcoder Control) was recognized in order to complete it in R99.  It is important for all WGs to recognize the whole relation and the remaining open issues on OBTC.  This contribution clarifies the relation among WGs, and clarifies the working plans to finalize OBTC in R99.

2. Working Assumption

OBTC is part of necessary functions to realize TrFO.  Therefore, it is more understandable to clarify overall TrFO functions. 

·   According to the discussion in 3GPP until now, the working assumption for TrFO is assumed as following, which is mostly based on the LS statement from N2 to S4/S2, “N2-99j56”, and N2 specification, “TS 23.153”.

· TrFO in 2G(GSM) is out of scope for R99
· Inband TFO between 2G and 3G is expected
· TFO in 3G targets R00.
3. Whole structure and Open issues

The relationship between TrFO and the function specified in each WG is shown in figure 1.  
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After reviewing the relative specifications, only 4 open issues were identified on the function necessary for TrFO as shown in figure 1.  However two of them are not specific to TrFO.  “DL Codec list notification” issue is caused by not the introduction of TrFO but the location of the transcoder.  “Time Alignment” is also applied to the features other than TrFO and it has been already studied in R3 for R99.  Thus these two issues should be clearly separated from TrFO discussion.

Also the functions used in TrFO are summarized in Table 1.  Almost all of them have been already completed in each WGs.  Since the normal procedure between UE and RNC is applied for TrFO, it is not considered that there is the specific issue on TrFO between UE and RNC.

WG
Responsible feature
Open Issues

S2
· Coordination among relative WGs
· Clarified with this paper

S4
· Codec and Codec list
· Completed

N1
· Codec Negotiation between UE and MSC 
· CC or RRC for notification of the selected Codec list to UE 

N2
· Codec Negotiation inter MSC

· Bearer establishment inter MSC
· N2 clarify the requirement of the Inter MSC link, which type of bearer can be applied.

R2
· Bearer establishment between UE and RAN

· TFC control by RRC
· Completed

(Some work is necessary in case the selected codec list is informed to UE with RRC) 

R3
· Bearer establishment between MSC and RNC as well as RNC and Node B

· Notification of the Codec mode to RAN

· Iu UP control procedure (rate control, initialization, time alignment)
· Review of the procedure at TrFO break.

· Iu UP Time Alignment

(Some work is necessary in case the selected codec list is informed to UE with RRC)

Table 1 Open issues in each WGs

4. Working Steps towards completion of TrFO
To finalize TrFO as R99, the remaining open issues should be solved within the limited time schedule, see Annex.  It is suggested that the status on TrFO in the relative WGs should be reported as Liaison Statement to one another in order to confirm the stability.

1) N1 (1/11-14)

· N1 decides whether the selected codec list is informed to UE with CC message or not.

 (This issue is very critical not only to TrFO but also to normal setup procedures. Since the R2/3 may need more works depending on the decision, this issue should be solved definitely by the end of this week.  Otherwise, normal procedures cannot be finalized by March, 2000.)

· N2, R2 (1/17-21)

· N2 clarifies the requirement of the Inter MSC link, which type of bearer can be applied.
· R2 confirms no impact due to N1 decision.

2) R3, S4, S2 (1/24-28)

· R3 clarifies the procedure on Iu when TrFO is broken.

· R3 develops and finalizes Iu UP Time Alignment procedure.

· S4 reflects the result from other WGs, if necessary.

· S2 confirms and finalizes coordination works.

Annex
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