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***************** For reference  ****************
4.7.3.2.3
Combined GPRS attach accepted by the network

Depending on the value of the attach result IE received in the ATTACH ACCEPT message, two different cases can be distinguished:

Case 1)
The attach result IE value indicates “combined GPRS attach”: IMSI attach for GPRS and non-GPRS services have been successful.

Case 2)
The attach result IE value indicates “GPRS only”: IMSI attach for GPRS services has been successful but IMSI attach for non-GPRS services has not been successful.

4.7.3.2.3.1
Combined attach successful for GPRS and non-GPRS services

The description for IMSI attach for GPRS services as specified in section 4.7.3.1.3 shall be followed. In addition, the following description for IMSI attach for non-GPRS services applies.

The TMSI reallocation may be part of the combined GPRS attach procedure. The TMSI allocated is then included in the ATTACH ACCEPT message together with the location area identification (LAI). The network shall, in this case, change to state GMM-COMMON-PROCEDURE-INITIATED and shall start timer T3350 as described in section 4.7.6.

The MS, receiving an ATTACH ACCEPT message, stores the received location area identification, stops timer T3310, reset the location update attempt counter and sets the update status to U1 UPDATED. If the message contains an IMSI, the mobile station is not allocated any TMSI, and shall delete any TMSI accordingly. If the message contains a TMSI, the MS shall use this TMSI as the new temporary identity. The MS shall delete its old TMSI and shall store the new TMSI. In this case, an ATTACH COMPLETE message is returned to the network. If neither a TMSI nor an IMSI has been included by the network in the ATTACH ACCEPT message, the old TMSI, if any available, shall be kept. The new MM state is MM IDLE, the new GMM state is GMM-REGISTERED.

Any timer used for triggering the location update procedure (e.g T3211, T3212) shall be stopped if running.

The network receiving an ATTACH COMPLETE message stops timer T3350, changes to state GMM-REGISTERED and considers the new TMSI as valid.

***************** First Modified Section ****************
9.4.2
Attach accept

This message is sent by the network to the MS to indicate that the corresponding attach request has been accepted. See table 9.4.2/GSM 04.08.

Message type:
ATTACH ACCEPT

Significance:

dual

Direction:


network to MS

Table 9.4.2/GSM 04.08: ATTACH ACCEPT message content

IEI
Information Element
Type/Reference
Presence
Format
Length


Protocol discriminator
Protocol discriminator

10.2
M
V
1/2


Skip indicator
Skip indicator

10.3.1
M
V
1/2


Attach accept message identity
Message type

10.4
M
V
1


Attach result
Attach result

10.5.5.1
M
V
1/2


Force to standby
Force to standby 

10.5.5.7
M
V
1/2


Periodic RA update timer
GPRS Timer

10.5.7.3
M
V
1


Radio priority for SMS
Radio priority

10.5.7.2
M
V
1/2


Spare half octet
Spare half octet 

10.5.1.8
M
V
1/2


Routing area identification
Routing area identification

10.5.5.15
M
V
6

19
P-TMSI signature
P-TMSI signature

10.5.5.8
O
TV
4

17
Negotiated READY timer
value
GPRS Timer

10.5.7.3
O
TV
2

18
Allocated P-TMSI
Mobile identity

10.5.1.4
O
TLV
7

23
MS identity
Mobile identity

10.5.1.4
O
TLV

7-10

25
GMM cause
GMM  cause 

10.5.5.14
O
TV
2

9.4.2.1
P-TMSI signature

This IE may be included to assign an identity to the MS’s GMM context.

9.4.2.2
Negotiated READY timer

This IE may be included to indicate a value for the READY timer.

9.4.2.3
Allocated P-TMSI

This IE may be included to assign a P-TMSI to an MS in case of a GPRS or combined GPRS attach.

9.4.2.4
MS identity

This IE may be included to assign or unassign a TMSI to an MS in case of a combined GPRS attach.

9.4.2.5
GMM cause

This IE shall be included when IMSI attach for non-GPRS services was not successful during a combined GPRS attach procedure.

***************** Next Modified Section ****************
9.4.15
Routing area update accept

This message is sent by the network to the MS to provide the MS with GPRS mobility management related data in response to a routing area update request message . See table 9.4.15/GSM 04.08.

Message type:
routing area update accept
Significance:

dual

Direction:


network to MS

Table 9.4.15/GSM 04.08: ROUTING AREA UPDATE ACCEPT message content

IEI
Information Element
Type/Reference
Presence
Format
Length


Protocol discriminator
Protocol discriminator

10.2
M
V
1/2


Skip indicator
Skip indicator

10.3.1
M
V
1/2


Routing area update accept message identity
Message type

10.4
M
V
1


Force to standby
Force to standby 

10.5.5.7
M
V
1/2


Update result
Update result

10.5.5.17
M
V
1/2


Periodic RA update timer
GPRS Timer

10.5.7.3
M
V
1


Routing area identification
Routing area identification

10.5.5.15
M
V
6

19
P-TMSI signature
P-TMSI signature

10.5.5.8
O
TV
4

18
Allocated P-TMSI
Mobile identity

10.5.1.4
O
TLV
7

23
MS identity 
Mobile identity

10.5.1.4
O
TLV

7-10

26
Receive N-PDU Numbers
Receive N-PDU Number  list

10.5.5.11
O
TLV
4 - 19

17
Negotiated READY timer value
GPRS Timer

10.5.7.3
O
TV
2

25
GMM cause
GMM cause 

10.5.5.14
O
TV
2

9.4.15.1
P-TMSI signature

This IE may be included to assign an identity to the MS’s GMM context.

9.4.15.2
Allocated P-TMSI

This IE may be included to assign a P-TMSI to an MS in case of a GPRS or combined routing area updating procedure.

9.4.15.3
MS identity

This IE may be included to assign or unassign a TMSI to a MS in case of a combined routing area updating procedure.

9.4.15.4
List of Receive N‑PDU Numbers

This IE shall be included in case of an inter SGSN routing area updating, if there are PDP contexts that have been activated in acknowledged transfer mode.

9.4.15.5
Negotiated READY timer value

This IE may be included to indicate a value for the READY timer.

9.4.15.6
GMM cause

This IE shall be included if IMSI attach was not successful for non-GPRS services during a combined GPRS routing area updating procedure.
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