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Reason for change:
(

During a checking of the 24.008 for codec handling it was noticed that more than 2 octects have been introduced in the Supported Codec List IE during the Vancouver meeting review of Tdoc N1-000921, the final CR being tdoc N-001005. It is unclear why this change was made however it is not permittable to send more than 16 codec types in the Supported Codec List IE in Rel4 implementation due to the fact that the Selected Codec (NAS Synchronisation Id) in RANAP is only a 4 bit field. The discussion on the extension of the selected codec list between Ericsson & Siemens resulted in the conclusion that if in later releases we need to extend the list then we add an extension IE and a new Message from MSC to ME (Accepted Codecs) with an allocation of up to 16 allowed codecs with the NSI index allocated to each type. Then in RANAP the NSI is sent to select one of the Accpeted Codecs. This extension mechanism is not in Rel4 and thus we should only allow 2 octet codec bitmap in Supported Codec List IE.
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3rd octet for codec bitmap removed.
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10.5.4.32
Supported codec list

The purpose of the Supported Codec List information element is to provide the network with information about the speech codecs supported by the mobile. 

The Supported Codec List information element is coded as shown in figure 10.5.118c/TS 24.008.

The Supported Codec List information element is a type 4 information element with a minimum length of 5 octets and a maximum length of m+3 octets.

Speech codec information belonging to a GSM radio access shall not be conveyed by this information element, but by the Bearer Capability information element.
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Supported Codec List IEI
octet 1

Length Of Supported Codec list

octet 2

 System Identification 1 (SysID 1)

octet 3


Length Of Bitmap for SysID 1


octet 4

Codec Bitmap for SysID 1, bits 1 to 8
octet 5

Codec Bitmap for SysID 1, bits 9 to 16
octet 6




System Identification 2 (SysID 2)

octet j


Length Of Bitmap for (SysID 2)


octet j+1

Codec Bitmap for (SysID 2), bits 1 to 8
octet j+2

Codec Bitmap for (SysID 2), bits 9 to 16
octet j+3




System Identification x (SysID x)

octet m


Length Of Bitmap for (SysID x)


octet m+1

Codec Bitmap for (SysID x), bits 1 to 8
octet m+2

Codec Bitmap for (SysID x), bits 9 to 16
octet m+3




Figure 10.5.118c/TS 24.008 Supported codec list information element

Table 10.5.4.135c/TS 24.008: Supported Codec List information element

Octet 3, (j+1), m etc

SysID indicates the radio access technology for which the proceeding codec types may be used. 

Coding of this Octet is defined in 3GPP TS 26.103

Octet 4, (j+2), m+1 etc

Length Of Codec Bitmap for SysID indicates the number of octets included in the list for the given SysID.

Octets (5 & 6), (J+2 & j+3), (m+2 & m+3) etc

The coding of the Codec Bitmap is defined in 3GPP TS 26.103.
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